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M-series, AC technology

Quick selection

Size

225

250

280

315

355

400

450

500

** Not subject to ErP regulation (P, < 125 W)

Voltage

1~230 V
3~400V

1~230V
3~ 400V

1~230V
3~ 400V

1~230V

3~400V

3~ 400V

3~400V

3~ 400V

3~ 400V

Pole-
count

[ACIENN \C R \C R \V] N

N

Type

RH22M-2EK.1B.2R
RH22M-2DK.1B.2R

RH25M-2EK.1E.2R
RH25M-2DK.1E.2R

RH28M-2EK.3F.2R
RH28M-2DK.3F.2R

RH31M-2EK.3F.2R
RH31M-2EK.3F.3R
RH31M-2DK.3B.3R
RH31M-2DK.3F.2R
RH35M-2DK.5L.3R
RH35M-2DK.6F.2R
RH35M-2DK.6K.3R
RH40M-2DK.6K.2R

RH45M-2DK.6K.2R

RH50M-2DK.7M.2R
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Quick selection

Air flow g, in m%h

LS 5.000 ceeeeeeergeenssssssnnnsssnesesssssnnssssssnnnene-0:000
Type : : !
RH22M-2EK.1B.2R @2 : Operating range
RH22M-2DK.1B.2R ,’ 406 < Max. static pressure increase Ap . [Pa]
| :
RH25M-2EK.1E.2R ‘@ 554 ‘é
RH22M-2DK.1E.2R i @578 S
: £
RH28M-2EK.3F.2R (@ 751
RH28M-2DK.3F.2R
& 751 9
| 2
RH31M-2EK.3F 2R i @714 o
RH31M-2EK.3F.3R ‘@ 800 =
RH31M-2DK.3B.3R - @ 768
RH31M-2DK.3F.2R | @ 897
: [
: 3
RH35M-2DK.5L.3R i @ 1365 §
RH35M-2DK.6F 2R | @ 1334 g
RH35M-2DK 6K 3R | @ 1256 g
RH40M-2DK.6K.2R i @ 1365
: o
RH45M-2DK.6K.2R | @ 1846 =
RH50M-2DK.7M.2R ‘@ 2160
[%2]
o
2
B
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 225 03/2013

M-series

for single phase alternating current, 2 pole RH22M-2E

Characteristic curve

500 -
3
&
450
400
350
300
& 250
Q
200
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V10 %* 150
Rated frequency f,: 50 Hz*
Motor input power P,: 0.16 kW*
Rated current | ;: 0.68 A* 100
Rated speed n,;: 2750 min"'*
Current increase Al: 35 %
Service capacitor C,,: 7.0 uF 50
Dynamic pressure: p, = 1.45:10°-q,? [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature tamin -25°C 0
Max. permitted ambient temperature t, - 60°C 0 200 400 600 800 1.000 1.200
Protection class: IP44 ay [m*/h]
Motor protection: Thermal contact measured with inlet ring, without guard grille according to ISO 5801
Impeller : Aluminium, uncoated
Motor: 1 coat paint, pebble grey
Conformity: ErP 2013, CE
ErP-Daten
Efficiency ng,,: 39.6 %
Efficiency: N, =58.6/N,_ . =58
* Rated data
**ErP 2013
# Inletring 00278352 Page 451
# Connection diagram 1360-126XA Page 550
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH
in installation position H/Vu/Vo

6 143

114
85 @ 7/6x60°

@75
@149
(2188)

@250
@265
@225

L ple e

31

L-KL-2947-2
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 225

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side sound
curve power power level
U | P, n Lyas
V] (Al W] [min-] [dB]
RH22M-2EK.1B.2R | 230 @ 0.48 110 2860 74
230* ® 0.68* 160* 2750 69
230 ® 0.48 110 2860 77
Il 170 @ 0.58 100 2690 72
170 ® 0.92 150 2170 63
170 ® 0.60 100 2680 76 =
I 135 @ 0.72 95 2160 66 %
135 0.88 120 1220 52 £
135 ® 0.78 100 2040 69 kSl
I\ 110 0.72 75 1340 53 =
110 ® 0.72 75 1170 58
*rated data
L . S
Fan ordering information 3
X
Design RH* g
(@)
Instfa.llatlon HNUNo
position
(0]
Electrical Supply cable lateral 2
connection  105cm 8
9
[N
>
Type RH22M-2EK.1B.2R g
>
Article no. 161861
Weight [kg]  3.20
* Inlet ring not included
Control technology @
Frequency inverter Motor protection units Transformer-based Electronic voltage 5
Fcontrol 1~ i controllers 1~ controllers 1~ L”

= B o]
L - ¢ —_— -
-y =4 i ———
A Page 478 # Page 526 A Page 517 # Page 492

»
Q2
=
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?
=
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 225 03/2013

M-series

for three phase alternating current, 2 pole RH22M-2D

Characteristic curve
450

96082

@

Py [Pal

Description

Motor technology: AC

Rated voltage U: 3~ 400 V (Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.12 kW*

Rated current | : 0,185 A*

Rated speed n;: 2290 min'*

Dynamic pressure: p, = 2:10°-q,? [Pa]

Thermal class: THCL155*

Min. permitted ambient temperature tamin® -40 °C
Max. permitted ambient temperature t, - 60°C
Protection class: IP44

Motor protection: Thermal contact

Impeller : Aluminium, uncoated qy [m*/h]

Motor: 1 coat paint, pebble grey measured with inlet ring, without guard grille according to ISO 5801
Conformity: CE

ErP-data

Not subject to ErP regulations (P,< 125 W)

* Rated data

800 1.000 1.200

# Inletring 00278352 Page 451
# Connection diagram 1360-159XA SW Page 550
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH
in installation position H/Vu/Vo

6 143

114
85 @ 7/6x60°

@75
@149
(2188)

@250
@265
@225

L ple e

31

L-KL-2947-12
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 225

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P, n e
[V] [A] W] [min] [dB]
RH22M-2DK.1B.2R | 400 @ 0.13 85 2550 71
400* ® 0.18* 120* 2300* 65
400 ® 0.14 90 2520 75
Il 230 @ 0.14 5 1840 62
230 ® 0.17 60 1460 54 -
230 ® 0.15 5 1740 67 £
1] 190 @) 0.13 40 1550 57 g
190 0.15 46 1190 51 S
190 ® 0.14 42 1440 63 =
I\ 145 0.11 26 1160 50
145 (@) 0.12 28 880 43
145 ® 0.12 28 1080 58
Vv 95 ® 0.08 13 530 35 o
*rated data &
|
Fan ordering information o
&
Design RH*
Installation v 0
position ire)
¥
Electrical Supply cable lateral S
connection  105cm §-
o
S
>
Type RH22M-2DK.1B.2R
Articleno. 161510
Weight [kg]  3.20
* Inlet ring not included
3
[0}
Control technology @
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
| 1
= §
| © = =]
— e 73
;A Page 484 ;A Page 526 A Page 521 A Page 506 ;

[2]
c
E o
28
Qa8
?nE
1<}
o

Control
technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 250 03/2013

M-series

for single phase alternating current, 2 pole RH25M-2E

Characteristic curve
600

®

500

RH25M2EK1E2RV901

400

py; [Pal
w
o
o

Description

Motor technology: AC 200
Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.24 kKW*

Rated current | ;: 1.05 A*

Rated speed n,;: 2720 min"** 100
Service capacitor G, 10.0 uF

Thermal class: THCL155*

Min. permitted ambient temperature tamin -25°C

Max. permitted ambient temperature t, - 60°C

Protection class: IP44 0
Motor protection: Thermal contact 0 250 500 750
Impeller : Aluminium, uncoated ay [m*/h]
Motor: 1 coat paint, pebble grey measured with inlet ring, without guard grille according to ISO 5801
Conformity: ErP 2013, CE

ErP-Daten

Efficiency ng,,: 41.6 %

Efficiency: N, =58.5/N,_ . =58

* Rated data

**ErP 2013

1.000 1.250 1.500

# Inletring 00275847 Page 451
# Connection diagram 1360-126XA Page 550
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH
in installation position H/Vu/Vo

6 166

129
100 @ 7/6x60°

|

w0 UD:IDOO
= ol ol Nl F| B

| Nl N| N[N
8 SIESESESIES

| En

72

L-KL-2947-4

39
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 250

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side sound
curve power power level
U | P, n Lyas
\d! [A] W] [min”] [dB]
RH25M-2EK.1E.2R | 230 @ 0.89 210 2790
230* ® 1.05* 240* 2720* 81
230 ® 0.80 190 2820 86
Il 160 (0] 1.35 200 2140
160 ® 1.45 220 1930 73
160 ® 1.15 175 2480 83 =
I 130 @ 1.25 155 1370 %
130 1.30 155 1240 63 £
130 ® 1.20 150 1710 74 S
\% 105 1.10 105 900 =
*rated data
Fan ordering information B
a
. O
Design RH* w
o
o
) (&)
Instg]latlon H/VUNoG
position
Electrical Supply cable lateral @
connection  105cm 2
o
L
o
=8
>
Type RH25M-2EK.1E.2R o
Article no. 111132 s
Weight [kg]  4.20
* Inlet ring not included
Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage @
Fcontrol 1~ il= controllers 1~ controllers 1~ 5
17}
4

2 e |
e 0 =4 S ——
;A Page 478 ;A Page 526 A Page 517 ;A Page 492

»
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=
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?
=
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 250 03/2013

M-series

for three phase alternating current, 2 pole RH25M-2D

Characteristic curve

600
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I
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Description
Motor technology: AC 200

Rated voltage U: 3~ 400 V (Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.25 kW*

Rated current | : 0.48 A*

Rated speed n,;: 2820 min** 100
Starting current |,: 2.20 A

Current increase Al: 15 %

Dynamic pressure: p, = 1.45:10°-q,? [Pa]

Thermal class: THCL155*

Min. permitted ambient temperature tamin -40 °C 0

Max. permitted ambient temperature t, . : 70°C 0 250 500
Protection class: IP44 ay [m*/h]

Motor protection: Thermal contact measured with inlet ring, without guard grille according to ISO 5801
Impeller : Aluminium, uncoated

Motor: 1 coat paint, pebble grey

Conformity: ErP 2015, CE

ErP-Daten

Efficiency ng,,: 45.2 %

Efficiency: N, =62.0/N_ . =62"

* Rated data

**ErP 2015

1.500

# Inletring 00275847 Page 451
# Connection diagram 1360-159XA SW Page 550
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH
in installation position H/Vu/Vo

6 166

129
100 @ 7/6x60°

|

w0 UD:IDOO
= ol ol Nl F| B

| Nl N| N[N
8 SIESESESIES

| En

72

L-KL-2947-3

39
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 250

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P, n e
[V] [A] W] [min] [dB]
RH25M-2DK.1E.2R | 400 @ 0.50 240 2830
400* ® 0.48* 250" 2820* 82
400 ® 0.43 195 2860 86
Il 230 @ 0.50 190 2470
230 ® 0.52 200 2440 79 -
230 ® 0.41 160 2600 84 £
1] 180 @) 0.54 160 2080 g
180 0.56 165 2030 75 S
180 ® 0.47 140 2290 81 =
I\ 140 0.53 120 1660
140 (@) 0.53 120 1610 69
140 ® 0.48 110 1880 79
Vv 90 ® 0.42 60 1020 o
*rated data §
Fan ordering information o
&
Design RH*
Instla.llatlon H/VUNoG g
position ire)
¥
Electrical Supply cable lateral S
connection  105cm §-
o
S
>
Type RH25M-2DK.1E.2R
Articleno. 111148
Weight [kg]  4.20
* Inlet ring not included
3
[0}
Control technology @
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
| 1
= §
=y < B ==
o i @
;A Page 484 ;A Page 526 A Page 521 A Page 506 ;

[2]
c
E o
28
Qa8
?nE
1<}
o

Control
technology

General notes

www.ziehl-abegg.com € 423



M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 280 03/2013

M-series

for single phase alternating current, 2 pole RH28M-2E

Characteristic curve

800
© g
o
o~
700 5
w
o~
=
]
o~
I
600 =
500
£ 400
d
Description 300
Motor technology: AC
Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz* 200

Motor input power P,: 0.51 kW*

Rated current | : 2.20 A*

Rated speed n,;: 2720 min"**

Starting current |,: 4.60 A 100
Service capacitor C,,,: 10.0 uF

Dynamic pressure: p, = 6:10°-q,? [Pa]

Thermal class: THCL155* ® ®

Min. permitted ambient temperature tamin -25°C 0
Max. permitted ambient temperature t, - 60°C 0 500 1.000 1.500 2000 2:500
Protection class: IP10 ay [m*/h]
Motor protection: Thermal contact measured with inlet ring, without guard grille according to ISO 5801
Impeller : Aluminium, uncoated
Motor: 1 coat paint, pebble grey
* Rated data
# Inletring 00275848 Page 451
# Connection diagram 1360-104XA SW Page 549
P System components Page 448
Dimensions [mm]
Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
7.5 198 38 193
158 158
122 D 7/6x60° 122 @ 7/6x60°
H rYa ” re
~ i y— —~
g EW ERERR gWT 88883
S J SISESISES ug_l SISISESEN
1 ‘ 2115 © 1 | @115 ¥
2 3 1«20 ) &
N, g BB 1 o
43 4 143 o
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M-series, AC technology
Size 280

Centrifugal Fans Main Catalogue Part 1
03/2013

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side sound
curve power power level
u | P, n [~
\d! [A] W] [min”] [dB]
RH28M-2EK.3F.2R | 230 @ 1.70 410 2800
230 ® 2.20* 510 2720 80
230 ® 1.80 420 2800 85
1] 160 (0] 2.10 350 2520
160 ® 2.70 440 2140 74
160 ® 2.20 360 2500 82 c
1] 130 @ 2.30 310 1960 £
130 2.60 340 1540 65 E
130 ® 2.30 300 1920 75 S
\% 105 2.10 230 1400 =
105 (@) 2.20 230 1100 56
105 ® 2.10 220 1410 66
\" 60 ® 1.30 77 530
*rated data E
e}
o
Fan ordering information o
&
Design RH* RH*
Installation [}
- H/Vu/Vo H/Vu/Vo =
position e}
¥
Electrical Supply cable lateral Terminal box S
connection  105cm §'
o
=
Type RH28M-2EK.3F.2R RH28M-2EK.3F.2R
Article no. 109326 121898
Weight [kg] ~ 7.10 7.10
* Inlet ring not included "
2
Control technolo 8
gy 4

Frequency inverter Motor protection units  Transformer-based Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~
8 o
I & -
- — = :
" =24 e B
= —— o
A Page 478 ¥ Page 526 A Page 517 # Page 492 =

www.ziehl-abegg.com

[2]
c
E o
28
Qa8
?nE
1<}
o
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 280 03/2013

M-series

for three phase alternating current, 2 pole RH28M-2D

Characteristic curve

800
=)
© z
&
700 <
8
=
&
T
o
600
500
-
£ 400
o
Description 800
Motor technology: AC
Rated voltage U,;: 3~ 230/400 V (A/Y) £10 %"
Rated frequency f,: 50 Hz* (60Hz data available) 200
Motor input power P,: 0.50 kW*
Rated current | : 1.50/0.88 A*
Rated speed n,;: 2780 min'*
Starting current 1,: 7.50 A/ 4.40 A 100
Dynamic pressure: p,, = 7.7-10%:q,2 [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature t, - -40 °C o ®
Max. permitted ambient temperature t, __ : 50°C 0 500 1.000 1.500 2.000 2500
Protection class: IP54 qy [m¥/h]

Motor protection: Thermal contact
Impeller : Aluminium, uncoated
Motor: 1 coat paint, pebble grey
Conformity: ErP 2015, CE

measured with inlet ring, without guard grille according to ISO 5801

ErP-Daten

Efficiency n,,.: 48.8 %

Efficiency: N, =62.0/N_ = 62"

* Rated data

**ErP 2015

# Inletring 00275848 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
75 198 38 193
158 158
122 D7/6x60° 122 D 7/6x60°
H ra ” re
g EW ACEEE §W_T BRI
| Nl N| N[N Q
S J SISESISES ug_l SISISESEN
‘ @115 90 1 | 2115 -
| | ':r i
90 2 <20 5| §
3l 2 S5 3 1 R
43 = JNEEIPS 5
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 280

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P n Loas
[V] [A] W] [min] [dB]
RH28M-2DK.3F.2R | 400 @ 0.77 370 2830
400* ® 0.88* 500* 2780* 80
400 ® 0.76 360 2830 84
I 230 @ 0.80 290 2510
230 ® 1.00 360 2320 75 -
230 ® 0.80 290 2520 82 £
1]l 180 @) 0.88 250 2180 g
180 1.05 290 1970 70 S
180 ® 0.86 250 1830 78 =
I\ 140 0.86 185 1810
140 (@) 0.95 210 1590 65
140 ® 0.86 185 1850 74
Vv 90 ® 0.74 100 1060 o
*rated data §
Fan ordering information o
&
Design RH* RH*
Installation v HVuVo g
position ire)
¥
Electrical Supply cable lateral Terminal box g
connection  105cm Mounted on stator. §-
o
S
>
Type RH28M-2DK.3F.2R  RH28M-2DK.3F.2R
Article no. 121864 122250
Weight [kg] 7.10 7.10
* Inlet ring not included @
3
Control technology 4
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
' |
= §
| o =] @
A — 4 .0
g =24 ' - 3
A Page 484 A Page 526 A Page 521 A Page 506 =

[2]
c
E o
28
Qa8
?nE
1<}
o

Control
technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 315 03/2013

M-series

for single phase alternating current, 2 pole RH31M-2E

Characteristic curve

800
S
N
>
S
700 5
w
o~
=
-
I
600 =
500
£ 400
d
Description 300
Motor technology: AC
Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz* 200
Motor input power P,: 0.36 kW*
Rated current | ;: 1.60 A*
Rated speed n,;: 2840 min"'*
Service capacitor G, 10.0 uF 100
Dynamic pressure: p,, = 5.4:10%:q,2 [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature t, - -25 °C
Max. permitted ambient temperature tama’ 40°C 0
Protection class: IP54 0 250 500 750 1.000 1.250 1.500
Motor protection: Thermal contact ay (m*h]
Impeller : Aluminium, uncoated measured with inlet ring, without guard grille according to ISO 5801
Motor: 1 coat paint, pebble grey
* Rated data
# Inletring 00279152 Page 451
# Connection diagram 1360-104XA SW Page 549
P System components Page 448
Dimensions [mm]
Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
7.5 145 38 153
95 95
59 @ 7/6x60° 59 @ 7/6x60°
H rYa ” re
—~ oh [ -
S J SIS ug_l SISISESEN
1 ‘ 2115 ® 1 | @115 T
30 3 30 5| &
3 e sl o S5 3 1 2
53 - 530 3
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428




Centrifugal Fans Main Catalogue Part 1

03/2013

Performance data

Type

Characteristic
curve

RH31M-2EK.3F.3R |

*rated data

Fan ordering information

Design
Installation
position

Electrical
connection

Type
Article no.

Weight [kg]

RH"

H/Vu/No

Supply cable lateral
105cm

RH31M-2EK.3F.3R
109973

7.00

* Inlet ring not included

Control technology

Frequency inverter
Fcontrol 1~

e
;A Page 478

www.ziehl-abegg.com

Voltage

u
v
230
230*
230
160
160
160
130
130
130
105
105
105
60

RH"

H/Vu/Vo

Terminal box
Mounted on stator.

RH31M-2EK.3F.3R

121891

7.00

Operating point

BIRISISIGIOIOIOIOISIOIONS]

Current Motor input
power
| P,
(Al W]
1.40 340
1.60* 360"
1.20 290
1.80 280
2.00 310
1.50 240
2.10 270
2.30 300
1.70 210
2.30 230
2.30 230
2.00 200
1.40 80

Motor protection units  Transformer-based

1~
@ &

=&

;A Page 526

controllers 1~

fa=——r |
;A Page 517

Electronic voltage
controllers 1~

——
;A Page 492

Speed

[min]
2860
2840
2900
2710
2670
2800
2380
2250
2640
1640
1520
2170
650

M-series, AC technology

Size 315

Suction side sound
power level
LWA5

[dB]

81
83

80
82

76
81

67
77

Vpro Vpro-ECblue Cpro-ECblue Information

L-series

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 315 03/2013

M-series

for single phase alternating current, 2 pole RH31M-2E

Characteristic curve

900
©) g
[=2]
%
800 w
b4
w
o~
=
700 T
o
600
500
e
&
400
®@
Description
Motor technology: AC 300
Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz*
Motor input power P,: 0.63 kW* 200 @
Rated current | : 2.80 A*
Rated speed n,;: 2470 min"*
Starting current |,: 4.60 A 100 ©
Service capacitor C,,,: 10.0 uF
Dynamic pressure: p, = 1-10°-q,? [Pa] ©
Thermal c!ass: TH(?L155* \V &) ® ® ©)
Min. permitted ambient temperature tamin -25°C 0
Max. permitted ambient temperature t, - 40°C 0 500 1.000 1.500 2:000 2:500 3.000
Protection class: IP10 ay [m*/h]
Motor protection: Thermal contact measured with inlet ring, without guard grille according to ISO 5801
Impeller : Aluminium, uncoated
Motor: 1 coat paint, pebble grey
* Rated data
# Inletring 00279152 Page 451
¥ Connection diagram 1360-104XA SW Page 549
P System components Page 448
Dimensions [mm]
Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
7.5 185 38 193
135 135
99 @ 7/6x60° 99 @ 7/6x60°
H ra ” re
~ i y— —~
S J SIS ug_l SISISESEN
1 ‘ 2115 S 1 | @115 e
70 3 70 5 &
N R BB 1 o
53 5 SI53 e 3
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 315

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P, n e
[V] [A] W] [min] [dB]
RH31M-2EK.3F.2R | 230 @ 2.50 580 2500
230" ® 2.80* 630" 2470* 80
230 ® 2.30 530 2670 89
Il 160 @ 2.50 380 1540
160 ® 2.50 390 1390 68 =
160 ® 2.40 380 1720 82 £
1] 130 @) 2.10 260 1130 g
130 2.20 270 1150 68 S
130 ® 2.10 260 1210 77 =
I\ 105 1.80 170 880
105 (@) 1.80 180 820 57
105 ® 1.80 180 950 71
Vv 60 ® 1.00 58 420 o
*rated data §
Fan ordering information o
S
Design RH* RH*
Installation v HVuVo g
position ire)
¥
Electrical Supply cable lateral Terminal box g
connection  105cm Mounted on stator. §-
o
S
>
Type RH31M-2EK.3F.2R RH31M-2EK.3F.2R
Article no. 210742 121890
Weight [kg]  7.20 7.10
* Inlet ring not included @
3
Control technology 4
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ 1~ controllers 1~ controllers 1~

& a o
-y =4 i ———
;A Page 478 A Page 526 A Page 517 A Page 492

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 315 03/2013

M-series

for three phase alternating current, 2 pole RH31M-2D

Characteristic curve
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Description 300
Motor technology: AC
Rated voltage U,;: 3~ 230/400 V (A/Y) £10 %"
Rated frequency f,: 50 Hz* 200

Motor input power P,: 0.32 kW*

Rated current | : 0.95/0.55 A*

Rated speed n,;: 2700 min"*

Starting current |,: 3.80 A/2.20 A 100
Dynamic pressure: p,, = 5.4:10%:q,2 [Pa]

Thermal class: THCL155*

Min. permitted ambient temperature t, - -40 °C
Max. permitted ambient temperature tama’ 55°C 0
Protection class: IP54 0 250 500 750 1.000 1.250 1.500
Motor protection: Thermal contact ay (m*h]
Impeller : Aluminium, uncoated measured with inlet ring, without guard grille according to ISO 5801
Motor: 1 coat paint, pebble grey
* Rated data
# Inletring 00279152 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448
Dimensions [mm]
Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
7.5 145 38 153
95 95
59 @ 7/6x60° 59 @ 7/6x60°
H rYa ” re
~ i y— —~
S J SIS ug_l SISISESEN
1 ‘ 2115 " 1 ‘ @115 @
30 3 30 5| &
3l g S5 8 L o
53 - 530 3
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Centrifugal Fans Main Catalogue Part 1

03/2013

Performance data

Type

Characteristic

curve

RH31M-2DK.3B.3R |

*rated data

Fan ordering information

Design
Installation
position

Electrical
connection

Type
Article no.

Weight [kg]

RH"

H/Vu/No

Supply cable lateral
105cm

RH31M-2DK.3B.3R
121383

5.40

* Inlet ring not included

Control technology

Frequency inverter
Fcontrol 3~

p—

;A Page 484

www.ziehl-abegg.com

Voltage

u
v
400
400*
400
230
230
230
180
180
180
140
140
140
90

RH"

H/Vu/Vo

Terminal box
Mounted on stator.

RH31M-2DK.3B.3R
200875K

5.40

Motor protection units  Transformer-based

3~
@ &

=&

;A Page 526

Operating point

BIRISISIGIOIOIOIOISIOIONS]

controllers 3~

=

;A Page 521

Current

[
(Al
0.52
0.55*
0.45
0.64
0.67
0.49
0.64
0.65
0.53
0.57
0.58
0.52
0.43

Electronic vol
controllers 3~

;A Page 506

Motor input
power
P1

W]
290
320
220
230
240
175
180
180
150
125
125
110
58

tage

M-series, AC technology
Size 315

Speed Suction side sound
power level

n LWA5

[min] [dB]

2740

2700 80

2820 82

2230

2220 76

2540 81

1880

1810 71

2210 77

1480

1440 66

1770 72

920

Vpro Vpro-ECblue Cpro-ECblue Information

L-series

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 315 03/2013

M-series

for three phase alternating current, 2 pole RH31M-2D

Characteristic curve

1.000
3
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700
600
500
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400
Description
Motor technology: AC
Rated voltage U,: 3~ 230/400 V (A/Y) 10 %" 300
Rated frequency f,: 50 Hz*
Motor input power P,: 0.62 kW*
Rated current |, : 1.80/1.05 A* 200
Rated speed n,;: 2690 min'*
Starting current |,: 7.50 A/ 4.40 A 100
Current increase Al: 25 %
Dynamic pressure: p, = 1-10°-q,? [Pa]
Thermal class: THCL155* 0
Min. permitted ambient temperature tmmin): -40 °C 0 500 1.000 1,500 2.000 2.500 3.000

Max. permitted ambient temperature t,
Protection class: IP54

Motor protection: Thermal contact
Impeller : Aluminium, uncoated

Motor: 1 coat paint, pebble grey
Conformity: ErP 2013, CE

max)”

1 40°C qy [m*h]

measured with inlet ring, without guard grille according to ISO 5801

ErP-Daten

Efficiency ng,,: 44.8 %

Efficiency: N, =58.0/N,_. =58

* Rated data

**ErP 2013

# Inletring 00279152 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
75 185 38 193
135 135
99 @ 7/6x60° 99 @7/6x60°
H ra ” re
—~ o — -
S J SIS ug_l SISISESEN
‘ 2115 @ 1 | 2115 0
| | T 70 —
70 2 [ §
EIN RN 2 S5 3 1 R
53 - S53 4
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Centrifugal Fans Main Catalogue Part 1

03/2013

Performance data

Type

Characteristic
curve

RH31M-2DK.3F.2R |

*rated data

Fan ordering information

Design
Installation
position

Electrical
connection

Type
Article no.

Weight [kg]

RH*

H/Vu/Vo

Supply cable lateral
105cm

RH31M-2DK.3F.2R
209227

7.20

* Inlet ring not included

Control technology

Frequency inverter
Fcontrol 3~

=
: .-_.

;A Page 484

www.ziehl-abegg.com

Voltage Operating point

V]
400
400*
400
230
230
230
180
180
180
140
140
140
90

GISISISICIOIICIOISIOIOIC)

RH*

H/Vu/Vo

Terminal box
Mounted on stator.

RH31M-2DK.3F.2R
208617K

7.20

Motor protection units  Transformer-based

3~ controllers 3~
= 3

& —
= '
A Page 526 A Page 521

Current

(Al
0.89
1.05*
0.87
1.05
1.30
1.05
1.10
1.25
1.10
1.05
1.10
1.05
0.80

Motor input
power

P1
W]
490
620*
470
400
500
410
330
380
340
240
250
240
115

Electronic voltage

controllers 3~

A Page 506

M-series, AC technology

Size 315

Speed Suction side
sound power
level

n LWAS

[min-] [dB]

2760

2690* 86

2780 91

2390

2140 81

2370 87

2020

1760 76

2010 83

1610

1380 71

1610 79

910

Vpro Vpro-ECblue Cpro-ECblue Information

L-series

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 355 03/2013

M-series

for three phase alternating current, 2 pole RH35M-2D

Characteristic curve

1.400
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Description
Motor technology: AC
Rated voltage U,;: 3~ 230/400 V (A/Y) £10 %" 400
Rated frequency f,: 50 Hz*
Motor input power P,: 1.65 kW*
Rated current | : 4.70/2.70 A*
Rated speed n;: 2810 min"** 200
Dynamic pressure: p, = 3.6:10%-q,? [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature tamin -40 °C
Max. permitted ambient temperature t, __ : 65°C 0 ®
Protection class: IP54 0 1.000 2.000 3.000 4.000 5.000
Motor protection: Thermal contact qy Im*h]

Impeller : Aluminium, uncoated
Motor: 1 coat paint, pebble grey
* Rated data

measured with inlet ring, without guard grille according to ISO 5801
not voltage controllable

# Inletring 00275850 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
6 237 52 244
182 182
137 D7/6x60° 137 D 7/6x60°
H ra ” re
—~ o [— N
g EW NRERE gﬂ_T ERERE
S J SISESISIES ug_l SISISESEN
1 ‘ 2135 d 1 | 2135 ~
L o
100 5 <100, &
N h
330 Sl 21' S8 3, 1 2
58 4 58 4
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 355

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P, n e
[V] [A] W] [min] [dB]
RH35M-2DK.5L.3R | 400 @ 2.00 1150 2870
400* ® 2.70* 1650* 2810* 88
400 ® 2.30 1350 2850 95
*rated data
Fan ordering information 8
«
E
Design RH* RH* ..g
Installation
o H/Vu/Vo H/Vu/Vo
position
(9]
Electrical Supply cable lateral Terminal box _(_33
connection  105cm Mounted on motor. 8
o
o
(&)
(9]
=
Type RH35M-2DK.5L.3R RH35M-2DK.5L.3R §
Article no. 126193 126197 g
>
Weight [kg]  15.50 15.50
* Inlet ring not included
Control technology o
Frequency inverter Motor protection units  Transformer-based Electronic voltage g.
Fcontrol 3~ 3~ controllers 3~ controllers 3~
| 1
= §
=y < B ==
el =24 - ad
A Page 484 A Page 526 A Page 521 A Page 506 3
=
4

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 355 03/2013

M-series

for three phase alternating current, 2 pole RH35M-2D

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,;: 3~ 230/400 V (A/Y) £10 %" 400
Rated frequency f,: 50 Hz*
Motor input power P,: 1.40 kW*
Rated current | : 4.70/2.70 A*
Rated speed n,;: 2730 min"* 200
Current increase Al: 0 % v @
Dynamic pressure: p,, = 6.1:10°:q,2 [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature t, - -40 °C 0 @ ©
Max. permitted ambient temperature t, .,;: 60°C 0 500 1.000 1500 2.000 2500 3.000 3500  4.000
Protection class: IP54 q [mh]

Motor protection: Thermal contact
Impeller : Aluminium, uncoated
Motor: 1 coat paint, pebble grey

* Rated data

measured with inlet ring, without guard grille according to ISO 5801
not voltage controllable

# Inletring 00275850 Page 453
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
6 218 53 218
164 164
17 @7 16x60° nr 27/6x60 M10x18
TE T ~
— N~ N 0| 0| W
=} < FT ® o d| O ©
< N~ N W0 had Nl N| M M M
g[ NI S e SRR
l NSNS
\ T ®'162° 1 ; -
| | i 79 !
79 1 3 Sl 2
58 % lssl 3
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Centrifugal Fans Main Catalogue Part 1

03/2013

Performance data

Type

Characteristic
curve

RH35M-2DK.6F.2R |

*rated data

Fan ordering information

Design
Installation
position

Electrical
connection

Type
Article no.

Weight [kg]

RH*

H/Vu/Vo

Supply cable lateral
105cm

RH35M-2DK.6F.2R
121388

14.10

* Inlet ring not included

Control technology

Frequency inverter
Fcontrol 3~

=
: .-_.

;A Page 484

www.ziehl-abegg.com

Voltage Operating point

V]
400
400*
400
230
230
230
180
180
180
140
140
140
90

GISISISICIOIICIOISIOIOIC)

RH*

H/Vu/Vo

Terminal box
Mounted on motor.

RH35M-2DK.6F.2R
121869

14.10

Motor protection units  Transformer-based

3~ controllers 3~
= 3

& —
= '
A Page 526 A Page 521

Current

(Al
2.10
2.70*
2.30
1.90
2.70
2.20
2.00
2.60
2.30
2.00
2.30
2.10
1.65

controllers 3~

A Page 506

Motor input
power

P1
W]
910
1400*
1080
670
910
760
540
670
600
400
450
420
500

Electronic voltage

M-series, AC technology

Size 355

Speed Suction side
sound power
leve

n LWAS

[min-] [dB]

2840

2730* 87

2810 97

2520

2200 81

2410 90

2220

1840 77

2800 94

1840

1470 70

1700 81

960

Vpro Vpro-ECblue Cpro-ECblue Information

L-series

»
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=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 355 03/2013

M-series

for three phase alternating current, 2 pole RH35M-2D

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,: 3~ 230/400 V (A/Y) £10 %* 400

Rated frequency f,: 50 Hz*

Motor input power P,: 1.55 kW*

Rated current | : 4.80/2.70 A*

Rated speed n,;: 2880 min'* 200
Dynamic pressure: p, = 3.6:10%-q,? [Pa]

Thermal class: THCL155*

Min. permitted ambient temperature tamin -40 °C

min)*
Max. permitted ambient temperature t, - 80°C 0 ®
Protection class: IP54 0 500 1.000 1,500 2.000 2.500 3.000 3.500 4.000
Motor protection: Thermal contact qy Im*h]

Impeller : Aluminium, uncoated
Motor: 1 coat paint, pebble grey
* Rated data

measured with inlet ring, without guard grille according to ISO 5801

# Inletring 00275850 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
6 239 53 239
185 185
138 @7 16x60° 138 27/6x60 M10x18
TE T ~
— N~ N 0| 0| W
=} < FT ® o d| O ©
< N~ N W0 had Nl N| M M M
g[ NI S e SRR
l NSNS
\ T 162 1 ; o
| | g 109 &
100 g 1 &
1 [
35| T § FUBCEE7-4 Big i S
58 % lssl 3
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 355

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P, n e
[V] [A] W] [min] [dB]
RH35M-2DK.6K.3R | 400 @ 2.20 1200 2920
400* ® 2.70* 1550* 2880* 95
400 ® 2.50 1400 2900 99
*rated data
Fan ordering information 8
«
E
Design RH* RH* ..g
Installation v HIVo
position
(9]
Electrical Supply cable lateral Terminal box _(_33
connection  105cm Mounted on motor. 8
o
o
(&)
(9]
=
Type RH35M-2DK.6K.3R  RH35M-2DK.6K.3R §
Article no. 121389 109391 g
>
Weight [kg]  17.90 17.90
* Inlet ring not included
Control technology o
Frequency inverter Motor protection units  Transformer-based Electronic voltage g.
Fcontrol 3~ 3~ controllers 3~ controllers 3~
| 1
= §
=y < B ==
el =24 - ad
A Page 484 A Page 526 A Page 521 A Page 506 3
7
4

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 400 03/2013

M-series

for three phase alternating current, 2 pole RH40M-2D

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,;: 3~ 230/400 V (A/Y) £10 %" 400
Rated frequency f,: 50 Hz*
Motor input power P,: 1.45 kW*
Rated current | : 4.50/2.60 A*
Rated speed n;: 2900 min'* 200
Dynamic pressure: p, = 9.3:10%-q,? [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature tamin -20 °C
Max. permitted ambient temperature t, = 50°C 0 ®
Protection class: IP54 0 500 1.000 1500 2.000 2500 3.000 3500  4.000
Motor protection: Thermal contact qy Im*h]

Impeller : uncoated
Motor: 1 coat paint, pebble grey
* Rated data

measured with inlet ring, without guard grille according to ISO 5801
not voltage controllable

# Inletring 00275570 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
6 208 53 208
146 146
99 @9 /6x60° 9 29/6x60 M10x18
TE T ~
— N~ WOl S| I
o < FT © | Bl | Q|
< Owlolg| = N| M| M| mf I
g[ RIS S e SRR
l NSNS
\ T ®'162° 1 ; I
| | @ 55
55 1 3 Sl 2
4 | T N Slef 407 3‘
—— o X
66 f 66 -
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 400

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P, n e
[V] [A] W] [min] [dB]
RH40M-2DK.6K.2R | 400 @ 2.00 1180 2950
400* ® 2.60* 1450* 2900* 86
400 ® 2.20 1050 2940 90
*rated data
Fan ordering information 8
«
E
Design RH* RH* ..g
Installation
o H/Vu/Vo H/Vu/Vo
position
(9]
Electrical Supply cable lateral Terminal box _(_33
connection  105cm Mounted on motor. 8
o
o
(&)
(9]
=
Type RH40M-2DK.6K.2R  RH40M-2DK.6K.2R §
Article no. 122255 111176 g
>
Weight [kg]  20.90 20.90
* Inlet ring not included
Control technology o
Frequency inverter Motor protection units  Transformer-based Electronic voltage g.
Fcontrol 3~ 3~ controllers 3~ controllers 3~
| 1
= §
=y < B ==
el =24 - ad
A Page 484 A Page 526 A Page 521 A Page 506 3
7
4

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 450 03/2013

M-series

for three phase alternating current, 2 pole RH45M-2D

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,: 3~ 230/400 V (A/Y) 10 %" 600
Rated frequency f,: 50 Hz*
Motor input power P,: 2.50 kW*
Rated current |, : 6.90/4.00 A* 400
Rated speed n;: 2810 min"**
Dynamic pressure: p, = 6.3:10%-q,? [Pa] 200
Thermal class: THCL155*
Min. permitted ambient temperature tamin -20 °C
Max. permitted ambient temperature t, __ : 65°C 0 ®
Protection class: IP54 0 1.000 2.000 3.000 4.000 5.000 6.000
Motor protection: Thermal contact qy Im*h]

Impeller : uncoated
Motor: 1 coat paint, pebble grey
* Rated data

measured with inlet ring, without guard grille according to ISO 5801
not voltage controllable

# Inletring 00275571 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
6 221 53 221
155 155
108 @9 /6x60° 108 29/6x60 M10x18
TE T ~
— Q| S| O M| W
o < FT o ©| & | W)
< R (O M O hnd Nl M M| | <
g[ Q1835 % S e SRR
l NSNS
\ T ®'162° 1 : <
| | hi 60 !
0 1 g s g
7 % LA 3
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 450

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
u | P, n e
[V] [A] W] [min] [dB]
RH45M-2DK.6K.2R | 400 @ 3.30 2000 2850
400* ® 4.00* 2500* 2810* 91
400 ® 2.70 1500 2900 95
*rated data
Fan ordering information 8
«
E
Design RH* RH* ..g
Installation
o H/Vu/Vo H/Vu/Vo
position
(9]
Electrical Supply cable lateral Terminal box _(_33
connection  105cm Mounted on motor. 8
o
o
(&)
(9]
=
Type RH45M-2DK.6K.2R  RH45M-2DK.6K.2R §
Article no. 122256 206302 g
>
Weight [kg]  22.30 22.30
* Inlet ring not included
Control technology o
Frequency inverter Motor protection units  Transformer-based Electronic voltage g.
Fcontrol 3~ 3~ controllers 3~ controllers 3~
| 1
= §
=y < B ==
el =24 - ad
A Page 484 A Page 526 A Page 521 A Page 506 3
7
4

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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M-series, AC technology Centrifugal Fans Main Catalogue Part 1
Size 500 03/2013

M-series

for three phase alternating current, 2 pole RH50M-2D

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,;: 3~ 230/400 V (A/Y) £10 %"
Rated frequency f,: 50 Hz*
Motor input power P,: 2.90 kW*
Rated current |, : 8.30/4.80 A* 200
Rated speed n,;: 2750 min'*
Dynamic pressure: p, = 4.7-10%-q,? [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature tamin -20 °C
Max. permitted ambient temperature t, - 60°C 0 ®
Protection class: IP54 0 1.000 2.000 3.000 4.000 5.000 6.000
Motor protection: Thermal contact qy Im*h]

Impeller : uncoated
Motor: 1 coat paint, pebble grey
* Rated data

measured with inlet ring, without guard grille according to ISO 5801
not voltage controllable

# Inletring 00275572 Page 451
# Connection diagram 1360-106XA SW Page 549
P System components Page 448

Dimensions [mm]

Free-running motor impeller RH Free-running motor impeller RH
in installation position H/Vu/Vo in installation position H/Vu/Vo
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Centrifugal Fans Main Catalogue Part 1 M-series, AC technology
03/2013 Size 500

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side sound
curve power power level
u | P, n [
4! [A] W] [min”] [dB]
RH50M-2DK.7M.2R | 400 @ 4.00 2290 2800
400* ® 4.80* 2900* 2750* 89
400 ® 3.20 1670 2850 93

*rated data

Fan ordering information 8
«
E
Design RH* RH* .g
Installation
- H/NVu/Vo H/NVu/Vo
position
(0]
Electrical Supply cable lateral Terminal box _(—33
connection  105cm Mounted on motor. o
o
Q
(@)
(0]
2
Type RH50M-2DK.7M.2R  RH50M-2DK.7M.2R §
Article no. 108120 122257 g_
>
Weight [kg]  33.60 33.60
* Inlet ring not included
Control technology o
Frequency inverter Motor protection units  Transformer-based Electronic voltage g
Fcontrol 3~ 3~ controllers 3~ controllers 3~
| 1
= &
=y ¥ e =]
— = - =
¥ Page 484 # Page 526 ;A Page 521 ;A Page 506 .§
3
4

»
Q2
=
o}
?
=

Control System
components

technology

General notes
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