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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013

S-series, AC technology

Product overview

S
3
£
S
Quick selection Page 194 -
Single inlet @
2
O
‘-'.J
Size 120 Page 196 5
z
Size 140 Page 200
©
Size 150 Page 204 =
Size 160 Page 206
g
8
Size 180 Page 210 w
o
(og
Size 280 Page 212
. o
Size 315 Page 216 -
(o5
o)
o
Size 355 Page 220
Size 400 Page 224

RG/RD..S

Double inlet, housing made of aluminium

Size 130 Page 226
2
c
Size 150 Page 236 §2
29
B E
8
Size 200 Page 238
Double inlet, housing made of sheet steel s
g3
Size 250 Page 242  ©¢g
Size 280 Page 244
8
2
Size 315 Page 252 T
3
0
Size 355 Page 256
Size 400 Page 260
5y

www.ziehl-abegg.com i 193



S-series, AC technology

Quick selection

Size
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Type

RG12S-2EP.W6.AR
RG12S-2EP.W6.AR

RG14S-2EP.W6.AR
RG14S-2EP.WC.AR

RG15S-2EP.W8.AR

RG16S-2EP.WD.AR
RG16S-4EP.WA.AR

RG18S-4EP.WC.AR

RG28S-4EK.41.5L
RG28S-4DK.4F.5L

RG31S-4EK.6F.3L
RG31S-4DK.41.3L

RG35S-4EK.6K.2L
RG35S-4DK.6K.2L

RG40S-4DK.6N.AL

RD13S-2EP.WC.1R
RD13S-2EP.WC.2R
RD13S-4EP.W6.2R
RD13S-4EP.W8.2R
RD13S-4EP.WA.2R

RD15S-2EP.WD.1R

RD20S-4EW.4C.1L
RD20S-4DW.4F.2L

RD25S-4EW.4N.1L
RD25S-4DW.41.BL

RD28S-4EW.4R.AL
RD28S-4DW.4R.AL
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RD28S-4DW.6L.2L

RD31S-4EW.6Q.2L
RD31S-4DW.6Q.AL

RD35S-4DW.6T.BL
RD35S-4DW.6W.3L

RD40S-4DW.7W.AL
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology

07/2013 Quick selection
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 120 07/2013

S-series

for single phase alternating current, 2 pole RG12S-2E

Characteristic curve
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Description 150
Motor technology: AC
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.09 kW* 100
Rated current | ;1 0.36 A*
Rated speed n: 2390 min"'
Current increase Al: 0 % 50
Service capacitor C,,: 2.0 uF
Dynamic pressure: p, = 3.4:10°q,? [Pa]
Thermal class: THCL155* ®
Min. permitted ambient temperature temin -40 °C 0
Max. permitted ambient temperature t, = 60°C 0 50 100 150 200 250 300
Motor protection: Thermal contact qy [m*/h]
Impeller : Galvanised sheet metal, uncoated Measured in housing from ZIEHL-ABEGG.
Housing: Housing unpainted
Conformity: CE
ErP-data
Not subject to ErP regulations (P,< 125 W)
* Rated data
Connection diagram 1360-177X SW  Page 368
System components Page 262
Dimensions [mm]
Fan with housing, single inlet, with flange Motorised impeller
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 120

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
U | P, n [
I\ (Al W] [min~] [dB]
RG12S-2EP.W6.AR | 230 ® 0.32 58 2830
230 ® 0.32 66 2660 64
230" ® 0.36* 85* 2390* 69
*rated data
c
9
Fan ordering information g
S
Design RG (with flange) RE =
Installation
- H/Vu/Vo H/Vu/Vo
position @
>
Electrical Connecting cable axial Supply cable variable 8
. |
connection  45cm 45cm a
=
o
a
Type RG12S-2EP.W6.AR  RE12P-2EP.W6.1R E
Article no. 113069 113053-M
Weight [kg] 2.10 1.32
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: =5 [ g
- - g #1;
e [ E 1 —] pe—— ]
A Page 296 A Page 344 A Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 120 07/2013

S-series

for single phase alternating current, 2 pole RG12S-2E

Characteristic curve
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Description 150
Motor technology: AC
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.08 kW* 100
Rated current | ;: 0.33 A*
Rated speed n: 2310 min"
Service capacitor C,,: 2.0 uF 50
Dynamic pressure: p,, = 4.8:10°:q,2 [Pa]
Thermal class: THCL155*
Min. permitted ambient temperature t, - -40 °C ©)
Max. permitted ambient temperature b 70°C 0
Motor protection: Thermal contact 0 50 100 150 200 250 300
Impeller : Galvanised sheet metal, uncoated qy [m*/h]
Housing: Housing unpainted Measured in housing from ZIEHL-ABEGG.
Conformity: CE
ErP-data
Not subject to ErP regulations (P,< 125 W)
* Rated data
Connection diagram 1360-177X SW  Page 368
System components Page 262
Dimensions [mm]
Fan with housing, single inlet, with flange Motorised impeller
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 120

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
U | P, n [
I\ (Al W] [min] [dB]
RG12S-2EP.W6.AR | 230 ® 0.24 46 2840
230 ® 0.26 5 2690 64
230" ® 0.33* 75* 2310* 70
*rated data
c
9
Fan ordering information g
S
Design RG (with flange) RE =
Installation
- H/Vu/Vo H/Vu/Vo
position @
>
Electrical Connecting cable axial Supply cable variable 8
. |
connection  45cm 45cm a
=
o
a
Type RG12S-2EP.W6.AR  RE12P-2EP.W6.1R E
Article no. 113071 113055-M
Weight [kg] 2.10 1.31
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: =5 [ g
- - g #1;
e [ E 1 —] pe—— ]
A Page 296 A Page 344 A Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 140 07/2013

S-series

for single phase alternating current, 2 pole RG14S-2E

Characteristic curve
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Description 150
Motor technology: AC
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.11 kW* 100
Rated current | ;: 0.46 A*
Rated speed n,: 1420 min"
Current increase Al: 0 % 50
Service capacitor C,,: 2.0 uF
Dynamic pressure: p, = 6.4:10*q,? [Pa]
Thermal class: THCL155* ©)
Min. permitted ambient temperature temin -40 °C 0
Max. permitted ambient temperature t, = 45°C 0 50 100 150 200 250 300 350 400
Motor protection: Thermal contact qy [m*/h]
Impeller : Galvanised sheet metal, uncoated Measured in housing from ZIEHL-ABEGG.
Housing: Housing unpainted
Conformity: CE
ErP-data
Not subject to ErP regulations (P,< 125 W)
* Rated data
Connection diagram 1360-177X SW  Page 368
System components Page 262
Dimensions [mm]
Fan with housing, single inlet, with flange Motorised impeller
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 140

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
U | P, n [
I\ (Al W] [min~] [dB]
RG14S-2EP.W6.AR | 230 ® 0.31 70 2660
230 ® 0.38 88 2180 64
230" ® 0.46* 105* 1420* 65
*rated data
c
9
Fan ordering information g
S
Design RG (with flange) RE =
Installation
- H/Vu/Vo H/Vu/Vo
position @
>
Electrical Connecting cable axial Supply cable variable 8
. |
connection  45cm 45cm a
=
o
a
Type RG14S-2EP.W6.AR  RE14P-2EP.W6.1R E
Article no. 113183 113174-M
Weight [kg] 2.60 1.28
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: =5 [ g
- - g #1;
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General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 140 07/2013

S-series

for single phase alternating current, 2 pole RG14S-2E

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,: 1~ 230 V* 150
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.17 kW*
Rated current | : 0.73 A* 100
Rated speed n: 2480 min'
Current increase Al: 0 %
Service capacitor C,,: 4.0 uF 50
Dynamic pressure: p, = 6.4:10*q,? [Pa]
Thermal class: THCL155* ®
Min. permitted ambient temperature temin -40 °C 0
Max. permitted ambient temperature t, = 65°C 0 100 200 300 400 500 600
Motor protection: Thermal contact qy [m*/h]
Impeller : Galvanised sheet metal, uncoated Measured in housing from ZIEHL-ABEGG.
Housing: Housing unpainted
Conformity: CE
ErP-data
Not subject to ErP regulations (P,< 125 W)
* Rated data
Connection diagram 1360-177X SW  Page 368
System components Page 262
Dimensions [mm]
Fan with housing, single inlet, with flange Motorised impeller
130
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 140

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
U | P, n [
I\ [A] W] [min~] [dB]
RG14S-2EP.WC.AR | 230 ® 0.40 85 2890
230 ® 0.53 120 2730 69
230" ® 0.73* 170* 2480* 75
*rated data
c
9
Fan ordering information g
S
Design RG (with flange) RE =
Installation
- H/Vu/Vo H/Vu/Vo
position @
>
Electrical Connecting cable axial Supply cable variable 8
. |
connection  45cm 45cm a
=
o
a
Type RG14S-2EP.WC.AR RE14P-2EP.WC.1R E
Article no. 113073 113173-M
Weight [kg]  3.50 2.10
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: =5 [ g
- - g #1;
e [ E 1 —] pe—— ]
A Page 296 A Page 344 A Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 150 07/2013

S-series

for single phase alternating current, 2 pole RG15S-2E

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,: 1~ 230 V* 150
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.14 KW*
Rated current | ;: 0.62 A* 100
Rated speed n: 1540 min"'
Current increase Al: 0 %
Service capacitor C,,: 4.0 uF 50
Thermal class: THCL155*
Min. permitted ambient temperature t, - -40 °C ©)
Max. permitted ambient temperature b 60°C 0
Motor protection: Thermal contact 0 50 100 150 200 250 300 350 400 450 500
Impeller : Galvanised sheet metal, uncoated qy [m*/h]
Housing: Housing unpainted Measured in housing from ZIEHL-ABEGG.
Conformity: CE
ErP-data

Not subject to ErP regulations (P,< 125 W)
* Rated data

Connection diagram 1360-177X SW  Page 368
System components Page 262

Dimensions [mm]

Fan with housing, single inlet Motorised impeller
2 64 2 69
72 72
[ | g |
59 62

>
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=
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 150

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side sound
curve power power level
u I P, n Lvas
V] (Al W] [min~'] [dB]
RG15S-2EP.W8.AR | 230 ® 0.38 84 2742
230 ® 0.51 115 2310 67
230" ® 0.62* 145* 1540* 68

*rated data

Fan ordering information S
©
£

Design RG RE ..g

Installation
. H/Vu/Vo H/Vu/Vo
position
Electrical Connecting cable axial Supply cable variable %
connection  45cm 45cm (ui
o
=
o
Type RG15S-2EP.W8.AR  RE15P-2EP.W8.2R ;
Article no. 113074 113058-M o
Weight [kg] 1.56 2.90
Control technology ®
Frequency inverter Motor protection units  Transformer-based Electronic voltage 2
Fcontrol 1~ 1 controllers 1~ controllers 1~ 8
= : T :
- - i =1 2
Crumerl = 1 iy pe—— ]
# Page 296 ¥ Page 344 ¥ Page 334 A Page 310
o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 160 07/2013

S-series

for single phase alternating current, 2 pole RG1B6S-2E

Characteristic curve
600

63853
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Description

Motor technology: AC 500

Rated voltage U,: 1~ 230 V*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.26 kW*

Rated current | : 1.10 A*

Rated speed n: 2130 min"' 100

Current increase Al: 0 %

Service capacitor C,,: 6.0 uF

Dynamic pressure: p, = 6.4:10*q,? [Pa]

Thermal class: THCL155* ©)
Min. permitted ambient temperature temin -40 °C 0

Max. permitted ambient temperature t, = 65°C 0 100 200 300 400 500 600 700
Motor protection: Thermal contact qy [m*/h]

Impeller : Galvanised sheet metal, uncoated Measured in housing from ZIEHL-ABEGG.

Housing: Housing unpainted

Conformity: ErP 2013, CE
ErP-data

Efficiency n,..: 27.6 %
Efficiency: N__ =38.7/N
* Rated data

**ErP 2013

= 37**

actual target

Connection diagram 1360-177X SW  Page 368
System components Page 262

Dimensions [mm]

Fan with housing, single inlet, with flange Motorised impeller

115 227 25,4, 95
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i
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 160

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
U | P, n [
I\ [A] W] [min] [dB]
RG16S-2EP.WD.AR | 230 ® 0.56 125 2840
230 ® 0.82 190 2570 72
230" ® 1.10* 260" 2130* 77
*rated data
c
9
Fan ordering information g
S
Design RG (with flange) RE =
Installation
- H/Vu/Vo H/Vu/Vo
position @
>
Electrical Connecting cable axial Supply cable variable 8
. |
connection  45cm 45cm a
=
o
a
Type RG16S-2EP.WD.AR RE16P-2EP.WD.1R E
Article no. 113075 113059-M
Weight [kg]  3.90 2.53
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: =5 [ g
- - g #1;
e [ E 1 —] pe—— ]
A Page 296 A Page 344 A Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 180 07/2013

S-series

for single phase alternating current, 4 pole RG18S-4E

Characteristic curve
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Description
Motor technology: AC
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.11 kW*
Rated current | ;: 0.45 A* 50
Rated speed n,: 1200 min'
Current increase Al: 0 %
Service capacitor C,,: 3.0 uF
Dynamic pressure: p, = 5.2:10*q,? [Pa]
Thermal class: THCL155* ©)
Min. permitted ambient temperature temin -40 °C 0
Max. permitted ambient temperature t, = 50°C 0 100 200 300 400 500 600
Motor protection: Thermal contact qy [m*/h]
Impeller : Galvanised sheet metal, uncoated Measured in scroll from ZIEHL-ABEGG.
Housing: Housing unpainted
Conformity: CE
ErP-data
Not subject to ErP regulations (P,< 125 W)
* Rated data
Connection diagram 1360-177X SW  Page 368
System components Page 262
Dimensions [mm]
Fan with housing, single inlet, with flange Motorised impeller
125
w - 262 N 2 . 8
[‘_ 86 r 1205.5’ « 8,
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? ! .
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 180

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
U | P, n [
I\ (Al W] [min] [dB]
RG18S-4EP.WC.AR | 230 ® 0.35 72 1450
230 ® 0.38 85 1360 62
230" ® 0.45* 110* 1200* 69
*rated data
c
9
Fan ordering information g
S
Design RG (with flange) RE =
Installation
- H/Vu/Vo H/Vu/Vo
position @
>
Electrical Connecting cable axial Supply cable variable 8
. |
connection  45cm 45cm a
=
o
a
Type RG18S-4EP.WC.AR RE18P-4EP.WC.2R E
Article no. 113077 113061-M
Weight [kg]  3.80 2.20
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: =5 [ g
- - g #1;
e [ E 1 —] pe—— ]
A Page 296 A Page 344 A Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 160 07/2013

S-series

for single phase alternating current, 4 pole RG16S-4E

Characteristic curve
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Description 60
Motor technology: AC
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.07 kW* 40
Rated current | ;: 0.35 A*
Rated speed n,: 1300 min'
Current increase Al: 0 % 20
Service capacitor C,,: 2.0 uF
Dynamic pressure: p, = 6.4:10*q,? [Pa]
Thermal class: THCL155* ©)
Min. permitted ambient temperature temin -40 °C 0
Max. permitted ambient temperature t, = 55°C 0 50 100 150 200 250 300 350 400 450
Motor protection: Thermal contact qy [m*/h]
Impeller : Galvanised sheet metal, uncoated Measured in housing from ZIEHL-ABEGG.
Housing: Housing unpainted
Conformity: CE
ErP-data
Not subject to ErP regulations (P,< 125 W)
* Rated data
Connection diagram 1360-177X SW  Page 368
System components Page 262
Dimensions [mm]
Fan with housing, single inlet, with flange Motorised impeller
130
us - 227 N P (SN
[‘ 21 W 108 72
.94 5 - >
T 62
? ! .
N 1 ) M4x6
I Jay P r 5 8
7 y : 2 al s
‘ ‘ & i s ®
= I Yy X ~
b= \ o
s © N 8 | v 3
v VL e 8 = &
2 B Y - > 60 =
93 X A
100 4
210 § www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 160

Performance data

Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power
level
U | P, n [
I\ (Al W] [min] [dB]
RG16S-4EP.WA.AR | 230 ® 0.29 585 1460
230 ® 0.30 62 1400 61
230" ® 0.35% 76* 1300* 66
*rated data
c
9
Fan ordering information g
S
Design RG (with flange) RE =
Installation
- H/Vu/Vo H/Vu/Vo
position @
>
Electrical Connecting cable axial Supply cable variable 8
. |
connection  45cm 45cm a
=
o
a
Type RG16S-4EP.WA.AR RE16P-4EP.WA.1R E
Article no. 113076 113060-M
Weight [kg]  3.10 1.75
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: =5 [ g
- - g #1;
e [ E 1 —] pe—— ]
A Page 296 A Page 344 A Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology
Size 280

S-series

for three phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.79 kW*

Rated current | : 2.50/1.45 A*

Rated speed n,: 1160 min"'

Starting current |,: 6.00 A/ 3.40 A

Dynamic pressure: p, = 5.7-10%q 2 [Pa]
Thermal class: THCL155*

Min. permitted ambient temperature t,
Max. permitted ambient temperature t
Protection class: IP54

Motor protection: Thermal contact
Impeller : Galvanised sheet metal, uncoated
Motor: 1 coat paint, pebble grey

Housing: Housing unpainted

Conformity: ErP 2015, CE

-20 °C
40°C

min)*

R(max)*

ErP-data

Efficiency n_,.,: 36.6 %

Efficiency: N, =45.2/N_ = 44™
* Rated data

**ErP 2015

# Connection diagram
P System components

Dimensions [mm]

Fan with housing, single inlet, without flange

472 170
207 150
N
° (2]
b} —
o
™ 3 Q =
A [
) L@ ;
B S
. Q

1@

L-KL-1803-3

Characteristic curve

500

450

400

350

300

P [Pal
N
G
o

200

150

100

50

0

@

500 1.000 1.500
ady [m*/h]

Centrifugal Fans Main Catalogue Part 2

Measured in housing from ZIEHL-ABEGG.

1360-106XB SW Page 367
Page 262

472 210

207 180

2,0l 29 0

p—

. eal |

8 S5

° f X =L

- K\ A o
[Tel
Te)

@

10,

sl

Fan with housing, single inlet, with flange

@10,
256

L-KL-2914-3

07/2013

RG28s-4D

2.000

RG28S4DK4F5LV001

2.500

www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 280

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RG28S-4DK.4F.5L | 400 ® 0.73 210 1440
400 ® 0.96 450 1340 78
400* ® 1.45* 790* 1160* 81
Il 230 @ 0.52 150 1350
230 ® 0.72 230 1230 76 -
230 ® 1.25 390 770 71 2
1] 180 @) 0.55 135 1240 g
180 0.60 150 1200 S
180 ® 1.05 250 610 =
IV 140 0.55 105 1100
140 ® 0.58 115 1070
140 ® 0.87 155 470
Vv 90 ® 0.56 70 910 o
*rated data o
(&)
|
. . . a
Fan ordering information =
o
Design RG (without flange) RG (with flange) RE
Installation H H/VuNo o
position s
o
Electrical Supply cable lateral Supply cable lateral Supply cable lateral
connection  105cm 105cm 105cm
[0}
=
1o
(&)
|
o
Eg_'
Type RG28S-4DK.4F.5L RG28S-4DK.4F.5L RE28P-4DK.4F.5L
Article no. 210506 122298 210505
Weight [kg]  14.20 15.00 7.70 o
a
Control technology 5
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
[ . — —
.- ()]
i = i : | g
: Page 302 A Page 344 A Page 334 A Page 324 3
T

&
Eg
gt
17
=Q
?nE
Q
o
I
o2
S0
c Cc
. . . <
Motorised impeller Used housing (S
75, 189
128
92
D BTI6x60° M6x14
| $
o
] c
~ I
52 SR ;
S NS S
s \ 10
(()\I |
|
=i ‘ < Ny
%0 2115 i
3 | et w -
T g =)
58 o gD')
o
-
X
-
www.ziehl-abegg.com < o3



S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 280 07/2013

S-series

for single phase alternating current, 4 pole RG28S-4E

Characteristic curve

500
3
o
>
450 © I
® 3
Q) )
400 &
2
350
300
-
& 250
o
o 200
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V10 %* 150
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.89 kW*
Rated current | : 3.90 A* 100
Rated speed n,: 1130 min'
Service capacitor C,,: 14,0 uF
Dynamic pressure: p,, = 5.7-10%-q 2 [Pa] 50
Thermal class: THCL155*
Min. permitted ambient temperature t, - -20 °C ® ©) ® ©)
Max. permitted ambient temperature b 60°C 0
Protection class: P54 0 500 1.000 1.500 2.000 2.500
Motor protection: Thermal contact ay [m*/h]
Impeller : Galvanised sheet metal, uncoated Measured in housing from ZIEHL-ABEGG.
Motor: 1 coat paint, pebble grey
Housing: Housing unpainted
Conformity: ErP 2013, CE
ErP-data
Efficiency n,,: 31.3 %
Efficiency: N, =39.4/N_ =37
* Rated data
**ErP 2013
# Connection diagram 1360-104XB SW Page 367
P System components Page 262
Dimensions [mm]
Fan with housing, single inlet, without flange Fan with housing, single inlet, with flange
472 210
472 170 210,
207 180
207 150, 2 T
AIE
©o
g |- 5 4 |- 8 f° &
3 5 2 \ = . 3 s 2 \ & =]
5 . /@ 5 . (N
AN 5 2 > 5 "

L-KL-1803-4
L-KL-2914-4

sl

214 i ’ www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2

S-series, AC technology

07/2013 Size 280
Performance data
Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RG28S-4EK.41.5L | 230 ® 1.65 310 1440
230 ® 2.70 590 1310 80
230* ® 3.90* 890* 1130* 83
Il 170 @ 1.30 220 1410
170 ® 2.30 380 1240 76 -
170 ® 3.70 600 860 77 2
1] 135 @) 1.25 170 1370 g
135 1.95 260 1220 72 S
135 ® 3.30 420 650 70 =
IV 110 1.25 140 1320
110 ® 1.65 180 1200 68
110 ® 2.80 290 510 65
*rated data )
=
o
o
Fan ordering information a
=
Design RG (without flage) RG (with flange) RE -
Installation H HVuNo
position o
Electrical Supply cable lateral Supply cable lateral Supply cable lateral E
connection  105cm 105cm 105cm
[0}
=
3
I
o
Type RG28S-4EK.41.5L RG28S-4EK.41.5L RE28P-4EK.41.5L g
Article no. 208910 209338 209522
Weight [kg]  16.10 16.60 9.30
o
Control technology a
Frequency inverter Motor protection units  Transformer-based Electronic voltage %
Fcontrol 1~ il controllers 1~ controllers 1~ x
=1 = i L | e
;A Page 296 ;A Page 344 : Page 334 A Page 310

RG/RD..S

&
Eg
gt
17
=Q
?nE
Q
o
I
o2
S0
c Cc
. . . <
Motorised impeller Used housing (S
75, 189
128
92
D BTI6x60° M6x14
| $
o
] c
~ I
52 SR ;
S NS S
s \ 10
(()\I |
|
=i ‘ o Ny
%0 2115 i
3 | et w -
T g =)
58 o gD')
o
-
X
-
www.ziehl-abegg.com < o5



S-series, AC technology
Size 315

S-series

for three phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*

Motor input power P,: 1.30 kW*

Rated current | : 3.70/2.10 A*

Rated speed n,: 1260 min"'

Starting current |,: 12.00 A/7.00 A

Dynamic pressure: p, = 3.7-10%q 2 [Pa]
Thermal class: THCL155*

Min. permitted ambient temperature t,
Max. permitted ambient temperature t
Minimum pressing p_;,: 390 Pa
Protection class: IP54

Motor protection: Thermal contact
Impeller : Galvanised sheet metal, uncoated
Motor: 1 coat paint, pebble grey

Housing: Housing unpainted

Conformity: ErP 2015, CE

ErP-data
Efficiency n_,.: 36.5 %

Efficiency: N, =45.4/N_ = 44"
Frequency inverter required

* Rated data

**ErP 2015

-20 °C
40°C

min)*

R(max)*

# Connection diagram
P System components

Dimensions [mm]

Fan with housing, single inlet, without flange

520 171
225 150
@
N <
© N
%]
™ 5 2 =
[
5 7% N . 8
~ 0
1) I
. Q

1@

L-KL-1803-11

Characteristic curve
800

700

600

500

300

200

100

1.000 1.500

Measured in housing from ZIEHL-ABEGG.
" Do not operate in this area

1360-106XB SW Page 367
Page 262

Centrifugal Fans Main Catalogue Part 2
07/2013

RG31SsS-4D

100034

2.000 2.500 3.500

qy [m*/h]

Fan with housing, single inlet, with flange

520

225

V\J
)

366

=

N

@

10,

sl

210
180
29 0

—

0 3
r~[cd Q' ~
R; o lo| g

N

=l
—
—
<
i=l
(o2}
N
i
X
a
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 315

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RG31S-4DK.41.3L | 400 ® 1.50 430 1450
400 ® 1.85 880 1370 82
400* ® 2.30* 1250* 1280* 84
Il 230 @ 0.95 300 1380
230 ® 1.40 510 1270 -
230 ® 2.30 830 1000 2
1] 180 @) 1.00 280 1310 g
180 1.50 420 1160 S
180 ® 2.30 640 760 =
IV 140 1.10 250 1190
140 ® 1.50 320 1020
140 ® 2.10 440 490
Vv 90 ® 1.25 165 730 o
*rated data o
(&)
|
. . . a
Fan ordering information =
o
Design RG (without flange) RG (with flange) RE
Installation H H/VuNo &
position s
o
Electrical Supply cable lateral Supply cable lateral Supply cable lateral
connection  105cm 105cm 105cm
[0}
=
1o
(&)
|
o
Eg_'
Type RG31S-4DK.41.3L RG31S-4DK.41.3L RE31P-4DK.41.3L
Article no. 162080 162202 209839
Weight [kg] 18.70 19.30 9.70 o
a
Control technology 5
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
[ . — —
.- ()]
i = i : | g
: Page 302 A Page 344 A Page 334 A Page 324 3
T

o)
Eg
ge
1%
=Q
nE
Q
(8]
Y
o2
S0
c C
. . . S <
Motorised impeller Used housing (S
78.. 198
129
93
D @7/6x60° M6x14
| 8
o
1 c
IS 58BN g
™ S || oo c
N NISISIESS 9]
S ] 0]
pany |
|
=i ‘ © Ny
%0 2115 i
3 | et w o
T g 1=}
66 o gD')
o
-
X
—
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S-series, AC technology
Size 315

S-series

Centrifugal Fans Main Catalogue Part 2

for single phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V£10 %"

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 1.25 kW*

Rated current | : 5.70 A*

Rated speed n,: 1070 min"'

Starting current I,: 8.50 A

Current increase Al: 0 %

Service capacitor C,,: 20.0 uF

Dynamic pressure: p, = 3.7-10%:q 2 [Pa]
Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C
Max. permitted ambient temperature t 40°C
Minimum pressing p_;,: 120 Pa

Protection class: IP54

Motor protection: Thermal contact

Impeller : Galvanised sheet metal, uncoated
Motor: 1 coat paint, pebble grey

Housing: Housing unpainted

Conformity: ErP 2013, CE

ErP-data
Efficiency n,.: 32.1 %
Efficiency: N_, ., =39.2/N
* Rated data

**ErP 2013

R(max)*

=37

target

# Connection diagram
P System components

Dimensions [mm]

Fan with housing, single inlet, without flange

520 180
225 150,
=)
o e
© ~
@
@ 5 R =
[
5 7% N . 8
~ rel
o N
. Q

1@

L-KL-1803-7

Characteristic curve

600

500

400

200

100

500 1.000 1.500 2.000
ady [m*/h]

Measured in housing from ZIEHL-ABEGG.
" Do not operate in this area

1360-104XB SW Page 367
Page 262

Fan with housing, single inlet, with flange

520 210
225 180
2.0, 29 0
—
0 3
~|c0 Q
2 . N o
®» / > & =4
o
IS
31 \¥§Q2::-”{// 10
= = n |
-

307

L-KL-2914-7

07/2013

RG31S-4E

RG31S4EK6F3LV001

3.000

www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2

07/2013

Performance data

Type Characteristic
curve

RG31S-4EK.6F.3L |

*rated data

Fan ordering information

Voltage

(Vi
230
230
230*
160
160
160
130
130
130
105
105
105
60

RG (with flange)

H

Supply cable lateral
105cm

Design RG (without flange)
Installation

- H
position
Electrical Supply cable lateral
connection  105cm
Type RG31S-4EK.6F.3L
Article no. 210635
Weight [kg]  25.00

Control technology
Frequency inverter
Fcontrol 1~

- i
E——

: Page 296

Motorised impeller

6 ... 209 N

140
93

29/6x60°

RG31S-4EK.6F.3L
122295

25.60

Motor protection units

1~

a
2=

A Page 344

M10x18

[eel(=) V\/L;Nﬂ‘
< WOIN(OI~
o™ N M ™M™
(SIS \» [SISISHS!

90

3 el

S e

66,

www.ziehl-abegg.com

L-KL-2958-10

Operating point  Current
power

| P,

[A] W]
® 2.50 540
® 3.90 850
® 5.70* 1250*
@ 2.30 370
® 3.30 510
® 4.70 670
@) 2.30 300
2.80 360
® 3.90 440
2.30 230
® 2.60 260
® 3.10 280
® 1.70 89
RE
H/Vu/Vo

Supply cable lateral
105cm

RE31P-4EK.6F.3L
210633

14.50

Transformer-based
controllers 1~

e
A Page 334

Electronic voltage
controllers 1~

A Page 310

Used housing

Motor input

S-series, AC technology

Size 315

Speed Suction side
sound power
level

n LWAS

[min="] [dB]

1440

1330 81

1070* 85

1380

1210

620

1310

1160

480

1150

960

370

470

21°
Call

L-KL-2950-3

M,

RG/RD..P RG..R-ECblue RM..D RM..D-ECblue Information

RG/RD..S

Control System
technoloy components

General notes

219



S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 355 07/2013

S-series

for three phase alternating current, 4 pole RG35S-4D

Characteristic curve
800

RG3554DK6K2LV001

Description

Motor technology: AC

Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 2.40 kW*

Rated current | : 6.80/3.90 A*

Rated speed n,: 1300 min'

Starting current |,: 24.00 A/ 13.00 A

Dynamic pressure: p, = 3.1:10%:q 2 [Pa]
Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C
Max. permitted ambient temperature b 40°C :

Minimum pressing p,.: 250 Pa 0 1.000 2.000 3.000 4.000 5.000
Protection class: IP54 qy [m?/h]

Motor protection: Thermal contact Measured in scroll from ZIEHL-ABEGG.

Impeller : Galvanised sheet metal, uncoated " Do not operate in this area

Motor: 1 coat paint, pebble grey

Housing: Housing unpainted

Conformity: ErP 2015, CE

ErP-data
Efficiency n,.: 41.3 %
Efficiency: N, .. =47.4/N
* Rated data

**ErP 2015

min)*

44

target

# Connection diagram 1360-106XB SW Page 367
P System components Page 262

Dimensions [mm]

Fan with housing, single inlet, without flange Fan with housing, single inlet, with flange

601 180 501 210,

260 180
29 0

rom—

150

7fﬁj B
@

V\J
)

@10,
321

ﬁ \ =
N\

sl

262

416
291
2x145,5

=

386

674

L-KL-1803-8
L-KL-2914-8

220 i ’ www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2
07/2013

Performance data

Type

Characteristic

curve

RG35S-4DK.6K.2L |

*rated

data

Fan ordering information

Design

Installation
position

Electri

cal

connection

Type

RG (without flange)

H

Supply cable lateral
105cm

Voltage

N
400
400
400*
230
230
230
180
180
180
140
140
140
9

RG (with flange)

H

Supply cable lateral
105cm

Article no.

Weight [kg]

RG35S-4DK.6K.2L
208917

32.30

Control technology

Frequency inverter
Fcontrol 3~

T

]

: Page 302

Motorised impeller

6

>

. 215
140

93

29/6x60°

)

RG35S-4DK.6K.2L
209341

32.90

Motor protection units
3~

a
2=

A Page 344

M10x18

@287
(2364
@391
2413

www.ziehl-abegg.com

L-KL-2958-11

Operating point  Current
power

| P,

[A] W]
® 1.80 570
® 2.70 1350
® 3.90* 2400*
@ 1.35 440
® 2.70 950
® 3.90 1450
@) 1.40 400
2.60 740
® 4.10 1100
1.60 360
® 2.30 490
® 3.90 770
® 2.00 270
RE
H/Vu/Vo

Supply cable lateral
105cm

RE35P-4DK.6K.2L
208916

18.70

Transformer-based
controllers 3~

E |

A Page 334

Electronic voltage
controllers 3~

A Page 324

Used housing

Motor input

Speed

[min1]
1450
1400
1300*
1400
1270
1060
1360
1180
840
1280
1140
550
890

S-series, AC technology

Size 355

Suction side
sound power
level

LWAS

[dB]

87
91

82
83

78
78

73
74

L-KL-2950-4

M,

RG/RD..P RG..R-ECblue RM..D RM..D-ECblue Information

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology
Size 355

S-series

Centrifugal Fans Main Catalogue Part 2

for single phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V£10 %"
Rated frequency f,: 50 Hz*

Motor input power P,: 1.75 KW*

Rated current | ;: 8.00 A*

Rated speed n,: 1160 min"'

Service capacitor C,,: 30.0 uF
Dynamic pressure: p, = 3.1:10%:q 2 [Pa]
Thermal class: THCL155*

Min. permitted ambient temperature t,
Max. permitted ambient temperature t
Minimum pressing p_;,: 350 Pa
Protection class: IP54

Motor protection: Thermal contact
Impeller : Galvanised sheet metal, uncoated
Motor: 1 coat paint, pebble grey

Housing: Housing unpainted

Conformity: ErP 2015, CE

ErP-data
Efficiency n,..: 37.5 %

Efficiency: N, =45.0/N_ = 44"
Frequency inverter required

* Rated data

**ErP 2015

-20 °C
40°C

min)*

R(max)*

# Connection diagram
P System components

Dimensions [mm]

Fan with housing, single inlet, without flange

601 180
260 150,
N
o ©
© «
@
] 5 R =
A [
5 7% N g
~ )
© N
. Q

@

L-KL-1803-9

Characteristic curve

P [Pal

800

1360-104XB SW Page 367
Page 262

500 1.000 1.500 2.000 2.500
qy [m*/h]

Measured in housing from ZIEHL-ABEGG.
" Do not operate in this area

Fan with housing, single inlet, with flange

601

210
260 180
2,0 29 0
—
0 S
|0 Qo
o |- gell HEg
N / 8 | =g
o
I
&J Q@
2 10 3
4
Y4
A

07/2013

RG35S-4E

3.000

-

RG35S4EK6K2LV001

3.500

www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2

07/2013

Performance data

Type Characteristic

curve

RG35S-4EK.6K.2L |

*rated data

Fan ordering information

Voltage

(Vi
230
230
230*
160
160
160
130
130
130
105
105
105
60

RG (with flange)

H

Supply cable lateral
105cm

Design RG (without flange)
Installation

- H
position
Electrical Supply cable lateral
connection  105cm
Type RG35S-4EK.6K.2L
Article no. 208915
Weight [kg]  32.30

Control technology
Frequency inverter
Fcontrol 1~

- i
E——

: Page 296

Motorised impeller

RG35S-4EK.6K.2L
209340

32.90

Motor protection units

1~

a
2=

A Page 344

M10x18

6 ,.. 215 N
140
93
29/6x60°
~|o r\:r-—uv)
i< 0O D
il N M| <
NS L NISISIS
90
3.5 ><1
7,

www.ziehl-abegg.com

L-KL-2958-12

Operating point  Current
power

| P,

[A] W]
® 3.30 760
® 5.60 1290
® 8.00* 1770*
@ 3.50 550
® 5.20 830
® 8.00 1180
@) 3.50 470
4.50 580
® 6.90 800
3.60 370
® 4.20 420
® 5.70 520
® 3.00 160
RE
H/Vu/Vo

Supply cable lateral
105cm

RE35P-4EK.6K.2L
208914

18.70

Transformer-based
controllers 1~

e
A Page 334

Electronic voltage
controllers 1~

A Page 310

Used housing

Motor input

S-series, AC technology

Size 355

Speed Suction side
sound power
level

n LWAS

[min="] [dB]

1450

1340 87

1160* 86

1410

1260 86

750 76

1360

1220 85

470 69

1240

1090 82

360

430

L-KL-2950-4

M,

RG/RD..P RG..R-ECblue RM..D RM..D-ECblue Information

RG/RD..S

Control System
technoloy components

General notes
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S-series, AC technology
Size 400

S-series

for three phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*

Motor input power P,: 3.00 kW*

Rated current | : 8.70/5.00 A*

Rated speed n,: 1310 min"*

Starting current |,: 38.00 A/22.00 A

Dynamic pressure: p, = 3.1:10%:q 2 [Pa]
Thermal class: THCL155*

Min. permitted ambient temperature t,
Max. permitted ambient temperature t
Minimum pressing p_;,: 400 Pa
Protection class: IP54

Motor protection: Thermal contact
Impeller : Galvanised sheet metal, uncoated
Motor: 1 coat paint, pebble grey

Housing: Housing unpainted

Conformity: ErP 2015, CE

ErP-data
Efficiency n,.: 44.9 %
Efficiency: N, ., =50.1/N
* Rated data

**ErP 2015

-20 °C
40°C

min)*

R(max)*

44

target

# Connection diagram
P System components

Dimensions [mm]

Fan with housing, single inlet, without flange

601 181
260 150
o
N ©
© N
@
™ 5 2 =
A [
5 7% N g
~ o
© 2]
. Q

@

L-KL-1803-10

Characteristic curve
1.200

pse [Pal

0 1.000 2.000

Measured in housing from ZIEHL-ABEGG.
" Do not operate in this area

1360-106XB SW Page 367
Page 262

Centrifugal Fans Main Catalogue Part 2
07/2013

RG40s-4D

RG40S4DK6NALV002

3.000 4.000 5.000 6.000

Fan with housing, single inlet, with flange

601

260

V\J
)

416

=

N

i

10,

sl

210
180
29 0
—
0 S
|0 Qo
gek HYE
3 =
o
—
<
-
(<]
N
4
4
A
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Centrifugal Fans Main Catalogue Part 2
07/2013

Performance data

Type

Characteristic

curve

RG40S-4DK.6N.AL |

*rated data

Fan ordering information

Design

Installation
position

Electri

cal

connection

Type

Article no.

Weight [kg]

RG (without flange)

H

Supply cable lateral
105cm

RG40S-4DK.6N.AL
208921

35.70

Control technology

Frequency inverter
Fcontrol 3~

]

: Page 302

Motorised impeller

6

223

>ie

140

93

29/6x60°

Voltage

N
400
400
400*
230
230
230
180
180
180
140
140
140

RG (with flange)

H

Supply cable lateral
105cm

RG40S-4DK.6N.AL
209917

36.30

Motor protection units
3~

&
=

;A Page 344

M12x20

=B

@323
(@410
@434
@ 456

90
4
R

79
2]

-

www.ziehl-abegg.com

L-KL-2958-9

Operating point  Current
power

| P,

[A] W]
® 2.20 640
® 3.20 1600
® 5.00* 3000*
@ 1.70 530
® 3.20 1130
® 5.00 1760
@) 1.80 490
3.10 850
® 5.00 1320
2.00 430
® 3.10 670
® 4.80 980
RE
H/Vu/NVo

Supply cable lateral
105cm

RE40P-4DK.6N.3L
208920H

23.60

Transformer-based
controllers 3~

p—

: Page 334

Electronic voltage
controllers 3~

;A Page 324

Used housing

Motor input

Speed

[min1]
1460
1400
1300*
1400
1250
1050
1340
1180
880
1250
1030
580

S-series, AC technology

Size 400

Suction side
sound power
level

LWAS

[dB]

88
91

83
85

79
81

75
76

L-KL-2950-5

M,

RG/RD..P RG..R-ECblue RM..D RM..D-ECblue Information

RG/RD..S

Control System
technoloy components

General notes

225
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S-series, AC technology
Size 130

S-series

for single phase alternating current, 2 pole

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V*

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.17 kW*

Rated current | : 0.75 A*

Rated speed n,: 1550 min"'

Current increase Al: 0 %

Service capacitor C,,: 4.0 uF

Thermal class: THCL130*

Min. permitted ambient temperature t, - -20 °C
Max. permitted ambient temperature te 55 °C
Motor protection: thermal contact

max)®

Impeller : Impeller made of galvanised sheet metal, uncoated

Conformity: CE

ErP-data

Not subject to ErP regulations (P,< 125 W)
* Rated data

Characteristic curve

400

300

©
£.200

100

Measured in housing from ZIEHL-ABEGG.

200

400
q, [m*h]

Centrifugal Fans Main Catalogue Part 2

600

07/2013

RD13S-2E

66063

800

Connection diagram 1360-177X Page 368
System components Page 262
Dimensions [mm]
Fan with housing, double inlet Fan with housing, double inlet
without flange with flange
173 254
I I - 215 > 238
A0 25,5
- 213 . ’
[y
‘ ] oy z 5 8
O B
> 8 ) ﬁ‘ i [l-e : !
8

@145
3x@3,9
U 1T

ma

2112

L-KL-2920-1

T

T
2112

3x23,9
P ——t

L-KL-2911-1

www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 130

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RD13S-2EP.WC.1R | 230 ® 0.44 100 2750
230 ® 0.53 120 2550 68
230* ® 0.75* 170* 1550* 67
*rated data
c
9
Fan ordering information g
S
Design RD (without flange) RD (with flange) =
Instlel!latlon H H
position @
=
Electrical Variable cable Variable cable 3
connection 35 cm from housing 35 cm from housing UQ'J
=
o
a
Type RD13S-2EP.WC.1R  RD13S-2EP.WC.1R E
Article no. 113143 113078
Weight [kg]  4.10 4.30
Electrical
connection g
o)
o
Control technology o
Frequency inverter Motor protection units  Transformer-based Electronic voltage (5
Fcontrol 1~ il controllers 1~ controllers 1~ o
- - 1 - D_
e 'H 1 e f——— ] o
A Page 296 A Page 344 A Page 334 A Page 310 %
o

RG/RD..S

Control System
technoloy components

General notes

v

25,5°%
|22

L-KL-2950-25

www.ziehl-abegg.com 227
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‘\ o

S-series, AC technology

Size 130 07/2013
S-series
for single phase alternating current, 2 pole RD13s-2E

Characteristic curve

450
<
g
3
400 @
| 350
300
250 @@
£
0_%
200
150
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V* 100
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.16 kW* 50
Rated current | ;1 0.69 A*
Rated speed n: 1270 min"'
Current increase Al: 0 % 0 @
Service capacitor C,,,: 4.0 pF 0 100 200 300 400 500 600 700 800
Thermal class: THCL130* q, [m*h]
Min. permitted ambient temperature t, - -20 °C ) )
Max. permitted ambient temperature t, - 40 °C Measured in housing from ZIEHL-ABEGG.

Motor protection: thermal contact

Impeller : Impeller made of galvanised sheet metal, uncoated
Conformity: ErP 2013, CE

ErP-data

Efficiency n,.: 25.0 %

Efficiency: N, =387.0/N_ =387

* Rated data

**ErP 2013
Connection diagram 1360-177X Page 368
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

270
203

% 232

>
>

120,5
104

142

@107

-

L-KL-2913-1

~

2107

-

L-KL-2912-1

Centrifugal Fans Main Catalogue Part 2

www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 130

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RD13S-2EP.WC.2R | 230 ® 0.47 105 2600
230 ® 0.57 130 2210 67
230" ® 0.69* 160* 1270* 64
*rated data
c
9
Fan ordering information g
S
Design RD (without flange) RD (with flange) =
Instlel!latlon H H
position @
=
Electrical Variable cable Variable cable 3
connection 35 cm from housing 35 cm from housing UQ'J
=
o
a
Type RD13S-2EP.WC.2R RD13S-2EP.WC.2R E
Article no. 113207 113079
Weight [kg]  4.20 4.20
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage @]
Fcontrol 1~ = controllers 1~ controllers 1~ E:IJ
: @ 5 [ ¢
- - g #1;
e [ E l —] pe—— ]
# Page 296 A Page 344 # Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes

v

25,5°%
|22

L-KL-2950-25
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S-series, AC technology
Size 130

S-series

Centrifugal Fans Main Catalogue Part 2

for single phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V*

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.07 kW*

Rated current | ;: 0.30 A*

Rated speed n,: 1000 min'

Current increase Al: 0 %

Service capacitor C,,: 2.0 uF

Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C
Max. permitted ambient temperature b 40 °C
Motor protection: thermal contact

Impeller : Impeller made of galvanised sheet metal, uncoated
Conformity: CE

ErP-data

Not subject to ErP regulations (P,< 125 W)

* Rated data

Characteristic curve

P [Pal

140

120

100

80

60

40

20

100 200 300 400
qy [m*/h]

Measured in housing from ZIEHL-ABEGG.

Connection diagram 1360-177X Page 368
System components Page 262

Dimensions [mm]

Fan with housing, double inlet
without flange

203
% 232

>
>

120,5

104

@107

-

‘\ o

~

L-KL-2913-2

Fan with housing, double inlet
with flange

500

07/2013

RD13S-4E

62691

600 700

270

142

2107

-

L-KL-2912-2

www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 130

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RD13S-4EP.W6.2R | 230 ® 0.25 56 1410
230 ® 0.27 62 1220 56
230" ® 0.30* 69* 1000* 59
*rated data
c
9
Fan ordering information g
S
Design RD (without flange) RD (with flange) =
Instlel!latlon H H
position @
=
Electrical Variable cable Variable cable 3
connection 35 cm from housing 35 cm from housing UQ'J
=
o
a
Type RD13S-4EP.W6.2R  RD13S-4EP.W6.2R E
Article no. 113144 113214
Weight [kg]  3.20 3.20
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: @ 5 [ ¢
- - g #1;
# Page 296 A Page 344 # Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes

www.ziehl-abegg.com 231
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S-series, AC technology
Size 130

S-series

Centrifugal Fans Main Catalogue Part 2

for single phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V*

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.06 kW*

Rated current | ;: 0.28 A*

Rated speed n,: 1050 min'

Current increase Al: 0 %

Service capacitor C,,: 2.0 uF

Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C

Max. permitted ambient temperature te 65 °C

Motor protection: thermal contact

Impeller : Impeller made of galvanised sheet metal, uncoated
Conformity: CE

ErP-data

Not subject to ErP regulations (P,< 125 W)

* Rated data

max)®

P [Pal

120

100

80

60

40

20

@

CHardcteristic curve
140

100 200 300 400
qy [m*/h]

Measured in housing from ZIEHL-ABEGG.

Connection diagram 1360-177X Page 368
System components Page 262

Dimensions [mm]

Fan with housing, double inlet
without flange

203
% 232

>
>

120,5

104

‘\ o

~

@107

-

L-KL-2913-3

Fan with housing, double inlet
with flange

500

07/2013

RD13S-4E

64769

600 700

270

142

2107

-

L-KL-2912-3
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 130

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RD13S-4EP.W8.2R | 230 ® 0.20 45 1430
230 ® 0.22 51 1320 58
230" ® 0.28* 64* 1050* 60
*rated data
c
9
Fan ordering information g
S
Design RD (without flange) RD (with flange) =
Instlel!latlon H H
position @
=
Electrical Variable cable Variable cable 3
connection 35 cm from housing 35 cm from housing UQ'J
=
o
a
Type RD13S-4EP.W8.2R  RD13S-4EP.W8.2R E
Article no. 113213 113080
Weight [kg]  3.50 3.50
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage 8
Fcontrol 1~ = controllers 1~ controllers 1~ o
: @ 5 [ ¢
- - g #1;
e [ E l —] pe—— ]
# Page 296 A Page 344 # Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes

v

25,5°%
|22

L-KL-2950-25
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S-series, AC technology
Size 130

S-series

Centrifugal Fans Main Catalogue Part 2

for single phase alternating current, 4 pole

Characteristic curve

140
| 120
100
80
g
&
60
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V* 0
4

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.08 kW*

Rated current | ;: 0.37 A*

Rated speed n,: 1140 min"

Current increase Al: 0 % 20
Service capacitor C,: 2.0 yF

400V*

Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C

Max. permitted ambient temperature b 50 °C 0

Motor protection: thermal contact 0 100 200 300 400
Impeller : Impeller made of galvanised sheet metal, uncoated qy [m*/h]
Conformity: CE Measured in housing from ZIEHL-ABEGG.

ErP-data
Not subject to ErP regulations (P,< 125 W)
* Rated data

Connection diagram 1360-177X Page 368
System components Page 262

Dimensions [mm]

Fan with housing, double inlet
without flange

203
% 232

>
>

120,5
104

@107

-

‘\ o

~

L-KL-2913-4

Fan with housing, double inlet
with flange

500

07/2013

RD13S-4E

64810

600 700 800

270

142

2107

-

L-KL-2912-4
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 130

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RD13S-4EP.WA.2R | 230 ® 0.30 62 1450
230 ® 0.32 69 1330 58
230" ® 0.37* 83* 1140* 62
*rated data
c
9
Fan ordering information g
S
Design RD (without flange) RD (with flange) =
Instlel!latlon H H
position @
=
Electrical Variable cable Variable cable 3
connection 35 cm from housing 35 cm from housing UQ'J
=
o
a
Type RD13S-4EP.WA.2R RD13S-4EP.WA.2R E
Article no. 113208 113081
Weight [kg]  3.50 3.70
[0}
Control technology =
Frequency inverter Motor protection units  Transformer-based Electronic voltage @]
Fcontrol 1~ = controllers 1~ controllers 1~ E:IJ
: @ 5 [ ¢
- - g #1;
# Page 296 A Page 344 # Page 334 A Page 310 o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes

v

25,5°%
|22

L-KL-2950-25
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2

Size 150

S-series

for single phase alternating current, 2 pole

Characteristic curve

600
@
I' 500
400

w

< 300

o
Description
Motor technology: AC 200
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.29 kW*
Rated current | ;1 1.30 A*
Rated speed n: 2050 min' 100
Current increase Al: 0 %
Service capacitor C,,: 10.0 uF
Thermal class: THCL155*
Min. permitted ambient temperature t, - -20 °C
Max. permitted ambient temperature b 50 °C 0
Minimum pressing p,c,,: 200 Pa 0 100 200 300 400 500 600

SF(min

Motor protection: thermal contact ay [m*h]
Impeller : Impeller made of galvanised sheet metal, uncoated Measured in housing from ZIEHL-ABEGG.
Conformity: ErP 2013, CE

ErP-data

Efficiency n_,.,: 28.3 %

Efficiency: N, =38.6/N_ . =37

* Rated data

**ErP 2013
Connection diagram 1360-177X Page 368
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

203

700

07/2013

RD15S-2E

66418

800 900 1.000

270

% 232

>
>

120,5
104

2117

<

L-KL-2913-5

<

142

2117

-

L-KL-2912-5
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 150

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RD15S-2EP.WD.1R | 230 ® 0.84 170 2740
230* ® 1.30* 290" 2050* 71

*rated data

Fan ordering information S
©
£

Design RD (without flange) RD (with flange) el
C

Instg!latlon H H

position

Electrical Variable cable Variable cable 5
q o

connection 35 cm from housing 35 cm from housing 8
o
=
o

Type RD15S-2EP.WD.1R  RD15S-2EP.WD.1R 2
=

Article no. 113209 113082 o
Weight [kg]  4.60 4.80
Control technology ©
Frequency inverter Motor protection units  Transformer-based Electronic voltage 2
Fcontrol 1~ 1~ controllers 1~ controllers 1~ 8
2 ; [ :
- o e =4 2
L i m 1 —] fre——— ]
;A Page 296 ;A Page 344 ;A Page 334 A Page 310
o
o
x
O
0o

RG/RD..S

Control System
technoloy components

General notes

L-KL-2950-26
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 200 07/2013

S-series

for single phase alternating current, 4 pole RD20s-4D

Characteristic curve
300

250

RD20S4EW4C1LV007

200

O]
@
O]

150

P [Pal

Description

Motor technology: AC 100
Rated voltage U,: 1~ 230 V£10 %"

Rated frequency f,: 50 Hz*

Motor input power P,: 0.36 kW*

Rated current | ;: 1.55 A*

Rated speed n,: 1140 min" 50
Starting current I,: 3.00 A

Service capacitor C,,: 8.0 uF

Thermal class: THCL155*

Min. permitted ambient temperature t, .- -20 °C ® ©) ® ©)

Max. permitted ambient temperature b 50 °C 0

Protection class: IP54 0 500 1.000 1.500 2.000
Motor protection: thermal contact ay (m*/h]

Impeller : Impeller made of galvanised sheet metal, Measured in housing from ZIEHL-ABEGG.

Motor: 1 coat paint, pebble grey

* Rated data

Connection diagram 1360-104XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

352

322
2x161 o

292l Q

N
©
N

7,

(&L

127
157

2X785
127 ;“r
187

i

2169

L-KL-2927-2
L-KL-2928-2

o3 € www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 200

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD20S-4EW.4C.1L | 230 ® 1.00 220 1410
230 ® 1.45 330 1310 70
230* ® 1.55* 360* 1140* 74
Il 160 @ 0.82 130 1360
160 ® 1.30 210 1100 67 -
160 ® 1.50 240 930 67 2
1] 130 @) 0.77 100 1300 g
130 1.25 160 910 64 S
130 ® 1.35 175 750 61 =
IV 105 0.74 78 1220
105 ® 1.15 115 680 59
105 ® 1.20 120 590 55
Vv 60 ® 0.70 40 360 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 120 cm from axleend 120 cm from axle end 120 cm from axle end
|: :‘
[0}
=
1o
(&)
I
(O]
8 i
Type RD20S-4EW.4C.1L sv?ﬁ&s AEW.4C.1L/ RZ20S-4EW.4C.1L
Article no. 204895 209895 209760
Weight [kg]  9.70 10.30 6.80 a
o
x
Control technology 9]
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 1~ 1~ controllers 1~ controllers 1~
e s g s
=] g o
- 2= = L= 2
ey [ B 5, o
;A Page 296 ;A Page 344 ;A Page 334 A Page 310 gg
&
E &
g8
17
BE
o
o
>
©°28
=0E
o . SE
Motorised impeller Used housing 3 ]
1]
Q
238 *6‘
c
! ®
Q
B-B 5
S (©)
S o~
NS
@20
1 3 ©
] )
o T9)
15 142 15 Q o
268 g (j
<
A
www.ziehl-abegg.com < 239



S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 200 07/2013

S-series

for three phase alternating current, 4 pole RD20S-4D

Characteristic curve

300
0]

250

RD20S4DW4F2LV003

SRNO)

200

Description

Motor technology: AC 100
Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.42 KW*

Rated current | ;: 1.60/0.92 A*

Rated speed n: 1340 min"' 50
Starting current I,: 5.50 A/ 3.20 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted ambient temperature t, . - -20 °C ® ®
Max. permitted ambient temperature b 70 °C 0

max)®

Protection class: IP54 0 500 1.000 1.500 2.000 2.500 3.000
Motor protection: thermal contact ay [m*/h]

Impeller : Impeller made of galvanised sheet metal, Measured in housing from ZIEHL-ABEGG.

Motor: 1 coat paint, pebble grey

Conformity: ErP 2015, CE
ErP-data

Efficiency n,.: 32.2 %

Efficiency: N, =44.4/N_ =44
Frequency inverter required

* Rated data

**ErP 2015

Connection diagram 1360-106XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

127
187

127
@75
»

L-KL-2927-3
L-KL-2932-1

240 < www.ziehl-abegg.com
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 200

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD20S-4DW.4F.2L | 400 ® 0.64 150 1460
400 ® 0.75 300 1400 71
400* ® 0.92* 420* 1340* 78
Il 230 @ 0.40 100 1390
230 ® 0.67 210 1200 68 -
230 ® 0.92 300 1000 71 2
1] 180 @) 0.40 95 1310 g
180 0.69 175 1030 66 S
180 ® 0.85 210 830 66 =
IV 140 0.41 80 1210
140 ® 0.65 125 860 62
140 ® 0.75 140 660 59
Vv 90 ® 0.50 60 550 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 115cmfromaxleend 115cm from axleend 115 cm from axle end
|: :|
[0}
=
1o
(&)
I
2
Type RD20S-4DW.4F.2L RD20S-4DW.4F.2L RZ20S-4DW.4F.2L
Article no. 204898 209896 209763
Weight [kg]  11.90 12.70 8.50 N
a
Control technology 5
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
[ . — —
.- ()]
e 1 = : ‘ :
: Page 302 A Page 344 A Page 334 A Page 324 3
T
&
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 250 07/2013

S-series

for three phase alternating current, 4 pole RD25S-4D

Characteristic curve
450

400

RD2554DW4IBLV001

350

300

8
ps [Pal

200

Description

Motor technology: AC 150
Rated frequency f,: 50 Hz*

Motor input power P,: 1.10 kW*

Rated current | : 3.30/1.90 A*

Rated speed n: 1110 min™™*

Starting current 1,: 6.50 A /3.80 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted ambient temperature temin -20 °C
Max. permitted ambient temperature t, =60 °C

Protection class: IP54 0
Motor protection: thermal contact 0 1.000 2.000 3.000 4.000
Impeller : Impeller made of galvanised sheet metal, ay (m*h]

Motor: 1 coat paint, pebble grey Measured in housing from ZIEHL-ABEGG.

Conformity: ErP 2015, CE

ErP-data

Efficiency n_,.,: 34.5 %

Efficiency: N, =44.1/N__ =44™

Frequency inverter required

* Rated data

**ErP 2015

100

50

Connection diagram 1360-106XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

@75

150

210 7T

L-KL-2927-12
L-KL-2934-1

242 < www.ziehl-abegg.com
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 250

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD25S-4DW.41.BL | 400 ® 1.05 260 1430
400 ® 1.40 640 1290 77
400* ® 1.90* 1100* 1110* 81
Il 230 @ 0.63 175 1350
230 ® 1.10 390 1110 -
230 ® 1.60 590 810 2
1] 180 @) 0.60 150 1280 g
180 1.10 320 940 S
180 ® 1.45 420 670 =
IV 140 0.61 135 1170
140 ® 1.00 230 810
140 ® 1.25 280 550
Vv 90 ® 0.76 110 610 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 115cmfromaxleend 115cm from axleend 115 cm from axle end
|: :‘
[0}
=
1o
(&)
I
(O]
8 i
Type RD25S-4DW.41.BL sv?ﬁis 4DW.41.BL/ RZ25S-4DW.41.2L
Article no. 209831 209832 209603
Weight [kg]  17.20 18.00 11.40 a
o
x
Control technology 9]
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
- - = — )
ety =y : ‘ g
: Page 302 ;A Page 344 ;A Page 334 : Page 324 gg
&
E &
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o . SE
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 280 07/2013

S-series

for three phase alternating current, 4 pole RD28s-4D

Characteristic curve
600

500

RD28S4DW6L2LV002

400

Description

Motor technology: AC 200
Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 1.95 kW*

Rated current | : 5.90/3.40 A*

Rated speed n,: 1200 min' 100
Starting current |,: 16.00 A/9.50 A

Thermal class: THCL155*

Min. permitted ambient temperature temin -20 °C

Max. permitted ambient temperature t, 50 °C ® ©® ®
Protection class: IP54 0
Motor protection: thermal contact 0 1.000 2.000 3.000 4.000 5.000 6.000 7.000 8.000
Impeller : Impeller made of galvanised sheet metal, ay (m*h]

Motor: 1 coat paint, pebble grey Measured in housing from ZIEHL-ABEGG.

Conformity: ErP 2015, CE

ErP-data

Efficiency n_,,: 36.4 %

Efficiency: N, =44.5/N__ =44™

Frequency inverter required

* Rated data

**ErP 2015

Connection diagram 1360-106XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

@75

169

220 7T

L-KL-2927-16
L-KL-2934-3
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 280

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD28S-4DW.4R.AL | 400 ® 1.80 430 1450
400 ® 2.50 1200 1320 79
400* ® 3.40* 1950* 1200* 86
Il 230 @ 1.15 290 1400
230 ® 2.00 730 1170 75 -
230 ® 3.20 1200 910 79 2
1] 180 @) 1.05 250 1340 g
180 2.00 580 1060 72 S
180 ® 3.00 870 760 75 =
IV 140 1.05 220 1250
140 ® 1.90 440 930 68
140 ® 2.60 600 620 70
Vv 90 ® 1.70 250 640 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 100 cm from axleend 100 cm from axle end 110 cm from axle end
|: :‘
[0}
=
1o
(&)
I
2
Type RD28S-4DW.4R.AL RD28S-4DW.4R.AL  RZ28S-4DW.4R.2L
Article no. 209838 209880 209612
Weight [kg]  24.90 25.60 18.10 o
a
Control technology 5
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
[ . — —
.- ()]
e 1 = : ‘ :
: Page 302 A Page 344 A Page 334 A Page 324 3
T
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g8
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 280 07/2013

S-series

for single phase alternating current, 4 pole RD28Ss-4E

Characteristic curve

RD28S4EW4RALVO001

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V£10 %"
Rated frequency f,: 50 Hz*

Motor input power P,: 1.50 kW*
Rated current | : 6.70 A*

Rated speed n,: 1150 min"*
Starting current |,: 12.00 A
Service capacitor C,,: 25.0 uF
Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C

min)

Max. permitted ambient temperature b 40 °C

max)®

Minimum pressing p,c,: 170 Pa 2.000 5.000
Protection class: IP54 ay [m*/h]
Motor protection: thermal contact Measured in housing from ZIEHL-ABEGG.

Impeller : Impeller made of galvanised sheet metal, " Do not operate in this area

Motor: 1 coat paint, pebble grey

Conformity: ErP 2013, CE

ErP-data

Efficiency n,.,: 32.1 %

Efficiency: N, =38.4/N_ =37

* Rated data

**ErP 2013

Connection diagram 1360-104XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

@75

169

220 7T

L-KL-2927-17
L-KL-2934-4
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Centrifugal Fans Main Catalogue Part 2

S-series, AC technology

07/2013 Size 280
Performance data
Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD28S-4EW.4R.AL | 230 ® 2.70 560 1430
230 ® 5.20 1150 1290 79
230* ® 6.70* 1500* 1150* 81
Il 160 @ 2.40 390 1390
160 ® 4.90 770 1180 75
160 ® 6.70 1050 890 74
1] 130 @ 2.50 320 1360
130 4.50 570 1120 74
130 ® 6.60 820 700 67
I\ 105 2.60 270 1280
105 @) 3.80 390 1070 66
105 ® 5.80 580 430 60
Vv 60 ® 3.10 180 700
*rated data
Fan ordering information
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H
position
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 110 cm from axleend 110 cm from axle end 110 cm from axle end
|: :|
|: :‘
Type RD28S-4EW.4R.AL  RD28S-4EW.4R.AL  RZ28S-4EW.4R.2L
Article no. 207998 208408 209720
Weight [kg]  24.90 25.60 18.10
Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ 1~ controllers 1~ controllers 1~
: Page 296 A Page 344 A Page 334 A Page 310
Motorised impeller Used housing
323
B-B
g
38
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@20
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 280 07/2013

S-series

for three phase alternating current, 4 pole RD28s-4D

Characteristic curve
600

500

RD28S4DW6L2LV002

400

Description

Motor technology: AC 200
Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 2.20 kW*

Rated current | : 6.80/3.90 A*

Rated speed n: 1230 min"'* 100
Starting current |,: 24.00 A/ 13.00 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted ambient temperature t, .- -20 °C ® ©® ®
Max. permitted ambient temperature b 70 °C 0

max)®

Protection class: IP54 0 1.000 2.000 3.000 4.000 5.000 6.000 7.000 8.000

Motor protection: thermal contact ay [m*h]
Impeller : Impeller made of galvanised sheet metal, Measured in housing from ZIEHL-ABEGG.

Motor: 1 coat paint, pebble grey

Conformity: ErP 2015, CE
ErP-data

Efficiency n,.: 42.4 %
Efficiency: N__ _=48.5/N
* Rated data

**ErP 2015

=44

actual target

Connection diagram 1360-106XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

197

-

252

L-KL-2927-18
L-KL-2934-5
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 280

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD28S-4DW.6L.2L | 400 ® 2.10 470 1460
400 ® 2.90 1320 1350 81
400* ® 3.90* 2200* 1230* 88
Il 230 @ 1.30 340 1390
230 ® 2.40 810 1180 77 -
230 ® 3.60 1280 940 81 2
1] 180 @) 1.25 300 1330 g
180 2.30 620 1080 74 S
180 ® 3.20 880 830 75 =
IV 140 1.30 260 1240
140 ® 2.20 460 960 70
140 ® 3.00 640 640 71
Vv 90 ® 1.85 250 690 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 110 cm from axleend 110 cm from axle end 110 cm from axle end
|: :‘
[0}
=
1o
(&)
I
(O]
8 i
Type RD28S-4DW.6L.2L sv?ﬁis 4DW.6L.2L/ RZ28S-4DW.6L.2L
Article no. 208431 208432 208430
Weight [kg]  30.80 31.60 0.00 a
o
x
Control technology 9]
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
- - = — )
ety =y : ‘ g
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 280 07/2013

S-series

for single phase alternating current, 4 pole RD28Ss-4E

Characteristic curve
600

RD28S4EW6L2LV002

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V£10 %"
Rated frequency f,: 50 Hz*

Motor input power P,: 1.75 KW*
Rated current | : 7.70 A*

Rated speed n,: 1120 min"*
Starting current 1,: 9.50 A

Service capacitor C,,: 25.0 uF
Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C

min)

Max. permitted ambient temperature b 40 °C

max)®

Minimum pressing p_;,: 150 Pa 6.000

Protection class: IP54 ay [m*h]
Motor protection: thermal contact Measured in housing from ZIEHL-ABEGG.

Impeller : Impeller made of galvanised sheet metal, " Do not operate in this area

Motor: 1 coat paint, pebble grey

Conformity: ErP 2013, CE

ErP-data

Efficiency n,.,: 32.3 %

Efficiency: N, =37.9/N_ =37

* Rated data

**ErP 2013

Connection diagram 1360-104XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

197
e

252

L-KL-2927-19
L-KL-2934-6
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 280

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD28S-4EW.6L.2L | 230 ® 4.50 910 1430
230 ® 6.30 1450 1290 80
230" ® 7.70% 1750* 1120* 83
Il 160 @ 3.80 590 1400
160 ® 4.90 830 1220 77 -
160 ® 6.80 1100 670 76 2
1] 130 @) 3.30 440 1360 g
130 4.20 570 1170 75 S
130 ® 5.70 720 530 68 =
I\ 105 3.10 340 1280
105 ® 3.60 400 1100 73
105 ® 4.60 460 420 63
\ 60 ® 2.60 150 520 o
*rated data o
@)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H a
position =
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 115cmfromaxleend 115cm from axleend 115 cm from axle end
|: :‘
[0}
=]
1o
O
I
(O]
H o
Type RD28S-4EW.6L.2L sv?ﬁzs AEW.6L.2L/ RZ28S-4EW.6L.2L
Article no. 209848 209849 209847
Weight [kg]  30.80 31.60 0.00 a
o
o«
Control technology 9]
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 1~ = controllers 1~ controllers 1~

o " _
- o S
T e 8 :

;A Page 296 ;A Page 344 ;A Page 334 A Page 310

RG/RD..S

System
components

Motorised impeller Used housing

Control
technoloy
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General notes
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 315 07/2013

S-series

for three phase alternating current, 4 pole RD31S-4D

Characteristic curve

RD31S4DW6QALV001

psr [Pal

Description

Motor technology: AC

Rated voltage U,: 3~ 230/400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*

Motor input power P,: 3.90 kW*

Rated current | : 11.00/6.40 A*

Rated speed n,: 1300 min'

Starting current |,: 50.00 A/ 30.00 A

Thermal class: THCL155*

Min. permitted ambient temperature temin -20 °C
Max. permitted ambient temperature t, = 4 °C
Minimum pressing Pt min) 70 Pa

Protection class: IP54

Motor protection: thermal contact ) )
Impeller : Impeller made of galvanised sheet metal, Measured in housing from ZIEHL-ABEGG.
Motor: 1 coat paint, pebble grey ! Do not operate in this area

Conformity: ErP 2015, CE
ErP-data

Efficiency n,.: 47.4 %
Efficiency: N__ _ =52.9/N
* Rated data

**ErP 2015

10.000

= 44**

actual target

Connection diagram 1360-106XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

75

468
408 \E:[‘ - >
« > 472 439

197
e

252

L-KL-2927-20
L-KL-2934-7
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 315

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD31S-4DW.6Q.AL | 400 ® 2.70 570 1480
400 ® 4.00 2100 1410 85
400* ® 6.40* 3900* 1300* 91
Il 230 @ 1.65 420 1450
230 ® 3.30 1150 1320 81 -
230 ® 6.40 2300 1060 85 2
1] 180 @) 1.60 390 1410 g
180 3.30 920 1250 78 S
180 ® 6.40 1750 880 81 =
IV 140 1.70 360 1350
140 ® 3.30 720 1160 76
140 ® 6.10 1250 650 78
Vv 90 ® 3.30 460 240 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 110 cm from axleend 110 cm from axle end 110 cm from axle end
|: :|
[0}
=
1o
(&)
I
2
Type RD31S-4DW.6Q.AL RD31S-4DW.6Q.AL  RZ31P-4DW.6Q.2L
Article no. 110235 121303 110106
Weight [kg]  40.20 41.10 30.60 o
a
Control technology 5
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
[ . — —
.- ()]
e 1 = : ‘ :
: Page 302 A Page 344 A Page 334 A Page 324 3
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 315 07/2013

S-series

for single phase alternating current, 4 pole RD31S-4E

Characteristic curve
900

RD31S4EW6Q2LV001

psr [Pal

Description

Motor technology: AC

Rated voltage U,: 1~ 230 V£10 %"
Rated frequency f,: 50 Hz*

Motor input power P,: 3.10 kW*
Rated current | ;: 13.50 A*

Rated speed n,: 1210 min"**
Starting current |,: 28.00 A
Service capacitor C,,: 40.0 uF
Thermal class: THCL155*

Min. permitted ambient temperature t, - -20 °C

min)*

Max. permitted ambient temperature b 4°C

. ) max) 0 2.000 4.000 6.000 8.000 10.000
Minimum pressing p_;,: 420 Pa

Protection class: IP54

Motor protection: thermal contact Measured in hou;ing from ZIEHL-ABEGG.
Impeller : Impeller made of galvanised sheet metal, ! Do not operate in this area

Motor: 1 coat paint, pebble grey

Conformity: ErP 2015, CE

ErP-data

Efficiency n_,,: 40.6 %

Efficiency: N, =45.2/N_ = 44™

* Rated data

**ErP 2015

Connection diagram 1360-104XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with housing, double inlet
without flange with flange

75

m - 468 N
520 439
408

248

-

307

L-KL-2927-22
L-KL-2934-9
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Centrifugal Fans Main Catalogue Part 2

S-series, AC technology

07/2013 Size 315
Performance data
Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD31S-4EW.6Q.2L | 230 ® 5.10 1100 1450
230 ® 9.30 2100 1350 86
230* ® 13.50* 3100* 1210* 90
Il 160 @ 5.20 820 1400
160 ® 8.60 1400 1270 82
160 ® 12.50 1900 980 80
1] 130 @ 5.60 720 1350
130 7.20 940 1250 79
130 ® 12.00 1400 680 72
I\ 105 6.30 650 1240
105 @) 7.60 760 1100 73
105 ® 11.00 1000 260 58
Vv 60 ® 7.40 610 940 53
*rated data
Fan ordering information
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H
position
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 110 cm from axleend 110 cm from axle end 110 cm from axle end
|: :‘
|: :‘
Type RD31S-4EW.6Q.2L RD31S-4EW.6Q.2L  RZ31P-4EW.6Q.2L
Article no. 109423 122296 210300
Weight [kg]  42.50 43.50 30.60
Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ 1~ controllers 1~ controllers 1~
: Page 296 A Page 344 A Page 334 A Page 310
Motorised impeller Used housing
336
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 355 07/2013

S-series

for three phase alternating current, 4 pole RD35S-4D

Characteristic curve

)
o
2
o
o)
=
[a)
<
wv
b @
o
o
[]
q 4 =
[
&
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A) +10 %*
Rated frequency f,: 50 Hz* (60Hz Daten verfugbar)
Motor input power P,: 5.70 kW*
Rated current | ;: 9.20 A*
Rated speed n,: 970 min'*
Thermal class: THCL155*
Min. permitted ambient temperature t, . - -20 °C
Max. permitted ambient temperature b 4°C
Protection class: IP10
Motor protection: thermal contact
Impeller : Impeller made of galvanised sheet metal, 0 2:000 4.000 6'0030 8.000 10.000 12.000
Motor: 1 coat paint, pebble grey Gy [m/n]
Conformity: ErP 2015, CE Measured in housing from ZIEHL-ABEGG.
ErP-data
Efficiency n,.: 41.5 %
Efficiency: N, =45.6 /N, = 44"
* Rated data
**ErP 2015
Connection diagram 1360-106XB Page 367
System components Page 262
Dimensions [mm]
Fan with housing, double inlet Fan with housing, double inlet
g g
without flange with flange
448
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Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 355

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD35S-4DW.6T.BL | 400 ® 1.90 810 1440
400 ® 4.40 2600 1280 88
400* ® 9.20* 5700* 970* 92
Il 230 @ 2.00 700 1360
230 ® 4.60 1650 1080 83 -
230 ® 7.70 2600 600 82 2
1] 180 @) 2.30 650 1270 g
180 4.30 1200 950 80 S
180 ® 6.30 1650 480 76 =
IV 140 2.50 540 1140
140 ® 4.00 840 800 75
140 ® 5.20 1000 370 70
Vv 90 ® 3.30 420 490 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 105 cm from axle end 105 cm from axle end 105 cm from axle end
|: :‘
[0}
=
1o
(&)
I
2
Type RD35S-4DW.6T.BL  RD35S-4DW.6T.BL  RZ35P-4DW.6T.3L
Article no. 209852 209855 209851
Weight [kg] 52.10 53.10 39.60 o
a
Control technology 5
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
= - = - —
.- ()]
e 1 = : ‘ :
: Page 302 A Page 344 A Page 334 A Page 324 3
T
&
E &
g8
17
BE
o
o
>
©°28
=0E
o . SE
Motorised impeller Used housing 3 ]
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S-series, AC technology Centrifugal Fans Main Catalogue Part 2
Size 355 07/2013

S-series

for three phase alternating current, 4 pole RD35S-4D

Characteristic curve
1.000

©)

RD35S4EDW6W3LV002

pg¢ [Pal

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A) +10 %*

Rated frequency f,: 50 Hz*

Motor input power P,: 5.50 kW*

Rated current | ;: 8.70 A*

Rated speed n,: 1240 min"

Thermal class: THCL155*

Min. permitted ambient temperature t, . - -20 °C
Max. permitted ambient temperature b 4°C
Minimum pressing p_;,: 380 Pa

Protection class: IP54 0 5.000 10.000 15.000
Motor protection: thermal contact qu [m*/h]

Impeller : Impeller made of galvanised sheet metal, Measured in scroll from ZIEHL-ABEGG.

Motor: 1 coat paint, pebble grey " Do not operate in this area

Conformity: ErP 2015, CE

ErP-data

Efficiency n,.,: 49.5 %

Efficiency: N, =53.1/N_ = 44™

* Rated data

**ErP 2015

Connection diagram 1360-106XB Page 367
System components Page 262

Dimensions [mm]

Fan with housing, double inlet Fan with scroll, double inlet
without flange with flange

262

673,5

4495

L-KL-2927-27
L-KL-2935-3

o58 € www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 355

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
U | P, n Lias
(V] [A] W] [min] [dB]
RD35S-4DW.6W.3L | 400 ® 3.10 1200 1450
400 ® 5.60 3300 1350 91
400* ® 8.70* 5500* 1240* 96
Il 230 @ 2.90 1000 1370
230 ® 5.00 1790 1240 86 -
230 ® 8.70 3100 930 86 2
1] 180 @) 3.20 900 1290 g
180 5.60 1600 1060 83 S
180 ® 8.40 2300 730 80 =
IV 140 3.50 770 1180
140 ® 5.10 1100 970 77
140 ® 7.70 1580 490 82
Vv 90 ® 4.50 600 660 o
*rated data o
(&)
|
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H a
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 115cmfromaxleend 115cm from axleend 115 cm from axle end
|: :‘
[0}
=
1o
(&)
|
9_
Type RD35S-4DW.6W.3L  RD35S-4DW.6W.3L  RZ35P-4DW.6W.3L
Article no. 109616 122297 109617
Weight [kg]  64.30 65.40 48.00 o
a
Control technology 5
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
[ . — —
.- ()]
- = : ‘ :
: Page 302 A Page 344 A Page 334 A Page 324 3
T
&
EG
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17
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o
o
>
©°28
=0E
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Motorised impeller Used scroll 3 ]
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S-series, AC technology
Size 400

S-series

for three phase alternating current, 4 pole

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A) +10 %*

Rated frequency f,: 50 Hz*

Motor input power P,: 9.00 kW*

Rated current | ;: 14.50 A*

Rated speed n: 1220 min"

Thermal class: THCL155*

Min. permitted ambient temperature t, . - -20 °C
Max. permitted ambient temperature b 4°C
Minimum pressing p_;,,: 60 Pa

Protection class: IP54

Motor protection: thermal contact

Impeller : Impeller made of galvanised sheet metal,
Motor: 1 coat paint, pebble grey

Centrifugal Fans Main Catalogue Part 2
07/2013

Characteristic curve

1.200
®

1.000

pg¢ [Pal

0 2.000 4.000 6.000 8.000 10.000

qy [m*/h]

12.000 14.000

Measured in housing from ZIEHL-ABEGG.
" Do not operate in this area

RD40Ss-4D

RD40S4DW7WALV001

16.000

Conformity: ErP 2015, CE
ErP-data

Efficiency n_,,: 46.6 %
Efficiency: N, =49.7/N_ .,
* Rated data

**ErP 2015

= 44

Connection diagram 1360-106XB

System components

Page 367
Page 262

Dimensions [mm]

Fan with housing, double inlet
without flange

Fan with housing, double inlet
with flange

262

673,5

409,5

L-KL-2927-29
L-KL-2935-5

260 € www.ziehl-abegg.com



Centrifugal Fans Main Catalogue Part 2 S-series, AC technology
07/2013 Size 400

Performance data

Type Characteristic Voltage Operating point  Current Motor input Speed Suction side
curve power sound power
level
u | P, n Lias
(V] [A] W] [min] [dB]
RD40S-4DW.7W.AL | 400 ® 4.80 1800 1450
400 ® 8.50 4800 1340 92
400* ® 14.50* 9000* 1220* 97
Il 230 @ 4.50 1500 1370
230 ® 8.60 3100 1180 86 -
230 ® 14.50 5200 900 90 2
1] 180 @) 4.90 1350 1300 g
180 8.40 2400 1100 83 S
180 ® 14.00 3900 730 87 =
IV 140 5.30 1200 1190
140 ® 8.10 1750 970 80
140 ® 12.00 2600 580 81
Vv 90 ® 6.80 930 730 o
*rated data o
(&)
=
. . . a
Fan ordering information =
o
Design RD (without flange) RD (with flange) RZ
Instla.llatlon H H H )
position s
o
Electrical Connecting cable axial Connecting cable axial Connecting cable axial
connection 105 cm from axle end 105 cm from axle end 105 cm from axle end
|: :‘
[0}
=
1o
(&)
I
(O]
8 i
Type RD40S-4DW.7W.AL ﬁgios ADW.7W.AL/ RZ40P-4DW.7W.1L
Article no. 209357 209358 209356
Weight [kg]  82.00 82.90 67.30 a
o
x
Control technology 9]
Frequency inverter Motor protection units  Transformer-based Electronic voltage o
Fcontrol 3~ 3~ controllers 3~ controllers 3~
- - = — )
ety =y : ‘ g
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