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Cube 607 x 607 mm WR..C/HO1 1
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Description 4
Motor technology: EC
Rated frequency f: 50/60 Hz*
Thermal class: THCL155* ) 600 1600
Min. permitted ambient temperature bmb(min) -20 °C
Electrical connection: Integrated controller
Degree of protection : IP54
Motor protection: integrated active temperaturemanagement 0 0 0
Impeller made of ZAmid, uncoated, ultramarine blue 0 2.000 4.000 6.000 8.000 10.000 12.000
* Rated data Qs [m¥h]
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Connection diagrams Page 358 =85
System components Page 286 80
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vt [m®/h]
Measured with inlet nozzle, without guard grille according to 1ISO 5801
Fan ordering information
Rated volt- Type Motor  Article no. Input Rated Rated  Effi- Ef- ErP Conformity Weight
age power current speed ciency ficien-
cy
grade
N Ped IN r1N nsIaIA Nactual CE UL
\ A min’' % % kg
I 3~ 380-480 WR40C-ZID.GG.CR GG 116029/H011  5.60 kW 9.00-7.10 3170 61.8 64.4 2015 yes UL 53.00
I 3~ 380-480 WRA40C-ZID.DG.CR DG 116028/H011  3.30 kW 5.40-4.20 2700 68.4 73.4 2015 II;IrS;Z(:ct 47.00
Il 3~ 380-480 WR35C-ZID.DG.CR DG 116027/H011  3.70 kW 5.80-4.60 3400 68.4 72.9 2015 46.00
IV 3~ 380-480 WR31C-ZID.DG.CR DG 116026/H011  3.90 kW 6.20-5.00 4200 65.6 69.9 2015 45.00
V 3~ 380-480 WR31C-ZID.DC.CR DC 116025/H011  2.50 kW 4.00-3.20 3640 66.5 72.9 2015 42.00
Further fans can be found in the selection program FANselect: www.fanselect.net
Other voltages and versions on request.
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Performance data

Type Characteristic ~ Speed Operating Current
curve point
n |
min~' A
WR__C-ZID.__.CR | 3170 ® 3.40
® 8.20
® 5.80
I 2700 @ 2.00
® 5.00
® 3.40
1l 3400 @ 2.00
5.40
® 3.20
1\ 4200 2.30
® 5.80
® 3.90
\Y 3640 ® 1.55
3.70
® 2.50
Control technology
Control modules Sensor control modules Add-on modules
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Dimensions mm

Fan module WR in installation position H

Inlet nozzle integrated
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Motor D_, G_
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Input power
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Operating terminal

Suction side
sound power
level
LWAS

dB(A)
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Maximum Voltage
ambient tem-
perature
tamb (max.) U
°C \
400
40

40

40

40

55
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Cube 760 x 760 mm WR..C/HO12
. Characteristic curve
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Description
Motor technology: EC
Rated frequency f,: 50/60 Hz*
Thermal class: THCL155* 20 500 1200
Min. permitted ambient temperature bb(min) -20 °C
Electrical connection: Integrated controller
Degree of protection : IP54
Motor protection: integrated active temperaturemanagement 0.0 0 © .
Impeller made of ZAmid, uncoated, ultramarine blue 0 2.000 4.000 6.000 8.000 10.000  12.000  14.000
* Rated data vy [m¥h]
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0 2.000 4.000 6.000 8.000 10.000  12.000  14.000
vt [m®/h]
Measured with inlet nozzle, without guard grille according to 1ISO 5801
Fan ordering information
Rated volt- Type Motor  Article no. Input Rated Rated Effi- Ef- ErP Conformity Weight
age power current speed ciency ficien-
cy
grade
N Ped IN nN nsIaIA Nactual CE UL
\ A min’' % % kg
I 3~ 380-480 WR50C-ZID.GL.CR GL 116033/H012 540 kW 8.60-6.80 2130 66.5 69.5 2015 yes UL 75.00
I 3~ 380-480 WRA45C-ZID.GG.CR GG 116032/H012 5.20 kW 8.40-6.60 2570 65.7 68.7 2015 Il;lrS;Zﬁct 69.00
Il 3~ 380-480 WRA40C-ZID.GG.CR GG 116031/H012 5.60 kW 9.00-7.10 3170 61.8 64.4 2015 68.00
IV 3~ 380-480 WRA40C-ZID.DG.CR DG 116030/H012 3.30 kW 5.40-4.20 2700 68.4 73.4 2015 62.00

Further fans can be found in the selection program FANselect: www.fanselect.net
Other voltages and versions on request.
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Performance data

Type Characteristic ~ Speed Operating
curve point
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Dimensions mm
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Sensor control modules Add-on modules
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Fan module WR in installation position H

Inlet nozzle integrated
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Input power

2000
5200
3500
1750
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Operating terminal

Suction side
sound power
level

Motor D_, G_
Page 332

5
0
®
©
?
4
<
A

Page 344

ZAcube-Cpro, EC-Technology

Maximum

ambient tem-

perature

tamb (max.) U
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Cube 912 x 912 mm WR..C/HO13
. Characteristic curve
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Description 24 600 2.400
Motor technology: EC
Rated frequency f,: 50/60 Hz* 1,6 400 1.600
Thermal class: THCL155*
Min. permitted ambient temperature bb(min) -20 °C
Electrical connection: Integrated controller 0.8 200 800
Degree of protection : IP54
Motor protection: integrated active temperaturemanagement 0.0 0 @ 4
Impeller made of ZAmid, uncoated, ultramarine blue 0 2000 4000 6000 8000 10.000 12.000 14.000 16.000 18.000
* Rated data vy [m¥h]
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0 2.000 4.000 6.000 8.000 10.000 12.000 14.000 16.000 18.000
vt [m®/h]
Measured with inlet nozzle, without guard grille according to 1ISO 5801
Fan ordering information
Rated volt- Type Motor  Article no. Input Rated Rated Effi- Ef- ErP Conformity Weight
age power current speed ciency ficien-
cy
grade
N Ped IN r1N nstatA Naclua\ CE uL
\ A min’' % % kg
I 3~ 380-480 WR56C-ZID.GQ.CR GQ 116038/H013  6.00 kW 9.40-7.40 1860 69.9 72.3 2015 yes UL 105.00
I 3~ 380-480 WR56C-ZID.GL.CR GL 116037/H013  5.00 kW 8.00-6.40 1750 71.6 74.8 2015 I};’Irsc:zﬁct 98.00
IV 3~ 380-480 WR56C-ZID.GG.CR GG 116036/H013  3.40 kW 5.40-4.20 1550 70.2 75.2 2015 94.00
Il 3~ 380-480 WR50C-ZID.GL.CR GL 116035/H013 540 kW 8.60-6.80 2130 66.5 69.5 2015 95.00
V 3~ 380-480 WR50C-ZID.GG.CR GG 116034/H013  3.50 kW 5.60-4.40 1860 67.2 72.0 2015 90.00

Further fans can be found in the selection program FANselect: www.fanselect.net
Other voltages and versions on request.
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Performance data

Type Characteristic ~ Speed Operating Current
curve point
n |
min~' A
WR5_-ZID.G_.CR | 1860 ® 3.00
® 8.80
® 5.40
I 1750 @ 2.40
® 7.40
® 4.60
1l 2130 @ 2.60
7.60
® 4.80
1\ 1550 1.65
® 5.00
® 3.20
\Y 1860 ® 1.95
5.20
® 3.30
Control technology
Control modules Sensor control modules Add-on modules
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Dimensions mm

Fan module WR in installation position H

Inlet nozzle integrated
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Motor D_, G_
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Input power
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Operating terminal
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Suction side
sound power
level
LWAS

dB(A)

ZAcube-Cpro, EC-Technology

Maximum Voltage
ambient tem-
perature
tamb (max.) U
°C \
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